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More Efficient Ballasts
The smaller and lighter electronic HID ballast
is significantly more efficient at operating
lamps at full wattage. The Elite Series ballast
consumes as little as 23 watts per 320W
lamp. That’s an improvement of 43% over
electromagnetic ballasts.

Improved Lumen Maintenance
Electronic HID ballasts improve lamp lumen
maintenance in pulse start lamps by over
13%, providing more lamp lumens per
watt over electromagnetic ballasts.

ISD SuperGlass®

ISD SuperGlass provides high efficiency
coupled with great uniformity, resulting in
the best performance in the industry.

Thermal Management
The electrical housing was
designed specifically to solve any
thermal concerns. All luminaires
are rated 40°C and UL/CUL
listed.

Electronic HID Ballast

ISD SuperGlass®  

in a Variety of 
Light Distributions ISD SuperGlass®  
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Thermal 
Management
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Aesthetically
Pleasing  
Electronic HID
Ballast Housing
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Wide Range of Elite Series Luminaires
Holophane provides a series of products which offer a complete
palette of lighting choices to meet varying design requirements.Compatible Controls 

The use of controls, when full light output is
not required, optimizes building performance
and results in even greater energy savings.
The Elite Series takes full advantage of this by
providing continuous dimming and can be
integrated with commonly used dimming
devices.

Electronic HID Ballast

Electronic HID Ballast

Variety of Stem Lengths

Variety of Optical Choices

Variety of 
Optical Choices

Quick-Disconnect
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