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Typical Applications
• Architectural Lighting

• Pedestrian Guidance

• Accent Lighting

• Landscape Lighting

Features
• Luxeon® High Power LEDs from Lumileds®

• Higher Lumen Output than 5mm LEDs

• Long, Reliable Product Life

• IP68, Suitable for Wet Locations

• Durable Construction

• Round or Square Stainless Steel Bezel

• Low Lens Temperature

Lamp Types
• 1.2W Luxeon LEDs

• Available in 3, 6, 9 and 12 lamps

Approvals
• CUL Listed

LT | LTD

Luxeon and Lumileds are trademarks of Philips
Lumileds Lighting Co., LLC
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LT

Stirrup Mounting

LTD

LED Trailblazer®

LED Series fittings utilize the award-winning Luxeon high power LEDs

from Lumileds, which offer distinct advantages over 5mm LEDs,

including superior light output and lumen maintenance.  Housed in a

cast aluminum body with a round or square stainless steel door, these 

revolutionary LEDs are available in six colors - warm

white, cool white, blue, green, red and

amber -  and with acrylic lenses to give

a choice of beam angles. 

The low lens temperature makes

them suitable for use in public areas,

where there is a possibility of people

touching them.  They can be ground or

wall-recessed as well as stirrup-mounted and

will enhance the appearance of a multitude of architectural

applications.  A dome top version is also available.
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Product Features
LT | Flat and Stirrup Mount

Specifications
The luminaire shall consist of a LM6 marine
grade cast aluminum body with a round or
square 316 grade stainless steel surface bezel.
The body shall house three, six, nine or twelve
1.2W Luxeon high power LEDs in warm
white, cool white, blue, green, red or amber,
giving a 6, 25 or 45 degree beam (via acrylic
focusing lens). The door lens shall comprise of
circular clear or frosted toughened glass. A
vandal-resistant option with a 10mm thick
glass shall also be available. The luminaire
shall be suitable for recessed wall and ground-
mounting as well as surface-mounting via a
stirrup. The luminaire shall have a load resist-
ance of 1500kg, be designed to EN60598-2-5
and be sealed to IP68.

LT_ _ 6, 9 and 12

Stirrup Mounting

Weights & Thermal Data 

Luminaire Type Weight Minimum Maximum 
kg (lbs) Operating Ambient

LT __3 1.5 (3.30) -20°C 30°C
LT__6, LT_ _9 3.4 (7.49)  -20°C       30°C
LT__12 3.4 (7.49)  -20°C       30°C

LT_ _3
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LTD | Dome Top

Specifications
The luminaire shall consist of a LM6 marine
grade cast aluminum body with a domed
316 grade stainless steel surface bezel. The
bezel shall have one, two, three, four or six
apertures with an acrylic lens housing one
1.2W Luxeon high power LED per aperture.
Available colors of the LEDs shall be warm
white, cool white, blue, green, red or amber.
The luminaire shall be suitable for recessed
ground-mounting with a load resistance of
1800kg, be designed to EN60598-2-5 and
be sealed to IP68.

LTD_ _ 1, 2 and 3

LTD_ _ 4 and 6

Weights & Thermal Data 

Luminaire Type Weight Minimum Maximum 
kg (lbs) Operating Ambient

LTD__1, LTD__2 1.8 (3.97)   -20°C       30°C
LTD__3 1.8 (3.97)   -20°C       30°C
LTD__4, LTD__6 3.6 (7.94)  -20°C       30°C
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Ordering Information

How to Construct a Catalog Number

Example:

A6
7

OPTIONS/ACCESSORIES

SS
TW
A6
A9

LT3GRS
LT6912GRS

LT3WRS
LT6912WRS

LTILC

12
2

VOLTAGE

12
24

6WH
3

LAMP TYPE

3AM
3BL
3GR
3RD
3WH
3WW
6AM
6BL
6GR
6RD
6WH
6WW
9AM
9BL
9GR
9RD
9WH
9WW
12A
12B
12G
12H
12R
12W

LT
1

LUMINAIRE

LT

STEP 1:    LUMINAIRE

25D
4

BEAM ANGLE

06D
25D
45D

RD
5

DOOR

RD  
SD

12 120V
24 240V

STEP 2:    VOLTAGE

STEP 3:    LAMP TYPE

3 x 1.2W LED
3WH Cool White LED (5000K)
3WW Warm White LED (3200K)
3BL Blue LED
3RD Red LED
3GR Green LED
3AM Amber LED
6 x 1.2W LED
6WH Cool White LED (5000K)
6WW Warm White LED (3200K)
6BL Blue LED
6RD Red LED
6GR Green LED
6AM Amber LED
9 x 1.2W LED
9WH Cool White LED (5000K)
9WW Warm White LED (3200K)
9BL Blue LED
9RD Red LED
9GR Green LED
9AM Amber LED
12 x 1.2W LED
12H Cool White LED (5000K)
12W Warm White LED (3200K)
12B Blue LED
12R Red LED
12G Green LED
12A Amber LED

06D 1 6°  Beam Acrylic Lens
25D 1 25° Beam Acrylic Lens
45D 45° Beam Acrylic Lens
1 Not available with “FR” frosted glass

CL 1 Clear Glass
FR Frosted Glass
VC Clear Vandal Resistant Glass
VF Frosted Vandal Resistant Glass
1 Only available with 45° beam angle

RD Round Stainless Steel Door
SD Square Stainless Steel Door

STEP 4:    BEAM ANGLE

STEP 5:    DOOR STYLE

STEP 6:    GLASS TYPE

Catalog Number Information

LT LED Trailblazer Series

CL
6

GLASS

CL
FR
VC
VF

STEP 7:    OPTIONS/ACCESSORIES

OPTIONS
SS 1 Stainless Steel Stirrup Mount
TW Thru-wiring
A6 2 Adjustable Optic +/- 15°
A9 3 Adjustable Optic +/- 15° 
1 For surface mounting (no recessing sleeve

accessory required).
2 Available with 6 LED versions only.
3 Available with 9 LED versions only.

ACCESSORIES
Aluminum Ground Recessing Sleeves
LT3GRS 3 x 1.2W In-grade LED

Luminaire
LT6912GRS 6, 9, or 12 x 1.2W 

In-grade LED Luminaire
Aluminum Wall Recessing Sleeves 
LT3WRS 3 x 1.2W In-grade LED

Luminaire
LT6912WRS Aluminum Wall

Recessing Sleeve for 6, 9,
or 12 x 1.2W In-grade 
LED Luminaire

LTILC IP68 Inline ConnectorRD

LT_ _3

LT_ _6

LT_ _9

LT_ _12

SD

CL FR

LTXGRS LTXWRS

LTILC TW
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Ordering Information

How to Construct a Catalog Number

Example:

LTD

A6
4

OPTIONS/ACCESSORIES

TW
LT3GRS

LT6912GRS
LT3WRS

LT6912WRS
LTILC

12
2

VOLTAGE

12
24

LTD
1

LUMINAIRE

LTD

STEP 1:    LUMINAIRE

12 120V
24 240V

STEP 2:    VOLTAGE

STEP 3:    LAMP TYPE

1 x 1.2W LED
1AM Amber LED
1BL Blue LED
1GR Green LED
1RD Red LED
1WH Cool White LED (5000K)
1WW Warm White LED (3200K)
2 x 1.2W LED
2AM Amber LED
2BL Blue LED
2GR Green LED
2RD Red LED
2WH Cool White LED (5000K)
2WW Warm White LED (3200K)

3 x 1.2W LED
3AM Amber LED
3BL Blue LED
3GR Green LED
3RD Red LED
3WH Cool White LED (5000K)
3WW Warm White LED (3200K)
4 x 1.2W LED
4AM Amber LED
4BL Blue LED
4GR Green LED
4RD Red LED
4WH Cool White LED (5000K)
4WW Warm White LED (3200K)
6 x 1.2W LED
6AM Amber LED
6BL Blue LED
6GR Green LED
6RD Red LED
6WH Cool White LED (5000K)
6WW Warm White LED (3200K)

STEP 3:    LAMP TYPE (CONT.)
LTD LED Trailblazer Series (Dome Top)

STEP 4:    OPTIONS/ACCESSORIES

OPTIONS
TW Thru-wiring
ACCESSORIES
Aluminum ground recessing sleeves
LT3GRS 3 x 1.2W In-Grade LED

Luminaire
LT6912GRS 6, 9, or 12 x 1.2W 

In-grade LED Luminaire
Aluminum wall recessing sleeves
LT3WRS 3 x 1.2W In-Grade LED

Luminaire
LT6912WRS Aluminum Wall

Recessing Sleeve for 6, 9,
or 12 x 1.2W In-Grade 
LED Luminaire

LTILC IP68 Inline Connector

LTD_ _1 LTD_ _2

LTD_ _3

LTD_ _4 LTD_ _6

4WH
3

LAMP TYPE

1AM
1BL
1GR
1RD
1WH
1WW
2AM
2BL
2GR
2RD
2WH
2WW
3AM
3BL
3GR
3RD
3WH
3WW
4AM
4BL
4GR
4RD
4WH
4WW
6AM
6BL
6GR
6RD
6WH
6WW

Catalog Number Information

LTXGRS LTXWRS

LTILC TW




