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Captive-latch design and smooth exterior 

allow for easy access and maintenance.

Easy Installation
The ARCHWAY PASSAGE fixture was designed with the contractor

 in mind. With its multiple mounting options, this fixture 

provides easy installation in both relight and new construction 

applications. Whether the application requires mounting 

to an existing junction box, to the surface, or by chain 

or conduit, we have a solution for you.

Quick Mount Junction Box

Surface MountChain Mount

Standard 

mounting 

bracket

Tilt for ramp 
applications
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VAP without houseside shield 
or uplight sheild optionsVAP with uplight shield optionVAP with houseside shield option

Glare Control
With its light control options, the ARCHWAY PASSAGE (VAP) fixture delivers 
highly customizable light output while reducing glare.

Safety & security
When safety and security are a concern 

such as in parking garages and stairwells, 

the ARCHWAY PASSAGE fixture is the smart 

choice. Its fluorescent lamps offer improved 

light quality over HID lamps while its 

polycarbonate housing provides uplight 

for increased light levels. Better illumination 

not only gives pedestrians more visibility and 

a greater sense of security, but also improves 

the effectiveness of security cameras 

installed in the space.

Houseside shield eliminates
light trespassOpaque light control filmStriped light control filmPrismatic light control film
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Typical Illumination
The ARCHWAY PASSAGE fixture provides better uniformity and vertical illumination 

making it the obvious choice in parking garage luminaires.
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A typical parking garage layout 
consists of a double-row system.
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Double-Row System Layout
Light Loss Factor = 0.81 & Ballast Factor = 0.87

Fixture Bay 
Width

Mounting 
Height

Spacing Length A B C D E F Avg. FC Avg. / 
Min.

Max. / 
Min.

VAP 232L

55' 8' 20' 22' 12.6 4.4 4.2 5.7 2.8 4.4 5.7 2.0 4.5

55’ 8' 30' 22' 12.1 2.5 2.4 5.0 1.6 4.0 4.6 2.9 7.6

55’ 9' 20' 22' 10.4 4.7 4.7 6.2 3.1 4.5 5.6 1.8 3.4

55’ 9' 30' 22' 9.9 2.7 2.8 5.4 1.8 4.0 4.4 2.5 5.5

60' 8' 20' 24' 12.7 4.2 3.6 4.6 1.6 1.9 4.8 3.0 7.9

60’ 8' 30' 24' 12.2 2.3 2.1 3.9 0.9 1.6 3.8 4.3 13.6

60’ 9' 20' 24' 12.6 4.2 3.6 4.6 1.6 1.9 4.8 3.0 7.9

60’ 9' 30' 24' 9.9 2.5 2.5 4.4 1.1 1.8 3.7 3.4 9.0

VAP 254L

55' 8' 20' 22' 20.3 6.8 6.1 8.4 4.2 6.7 8.8 2.1 4.8

55’ 8' 30' 22' 19.6 3.8 3.6 7.4 2.4 6.1 7.2 3.0 8.2

55’ 9' 20' 22' 16.8 7.2 7.1 9.4 4.6 6.7 8.6 1.9 3.7

55’ 9' 30' 22' 16.0 4.4 4.4 8.2 2.7 6.0 7.0 2.6 5.9

60' 8' 20' 24' 20.8 6.6 5.2 6.5 2.2 2.6 7.3 3.3 9.5

60’ 8' 30' 24' 20.0 3.6 3.0 5.6 1.3 2.2 6.0 4.6 15.4

60’ 9' 20' 24' 17.7 6.9 6.0 7.5 2.6 3.0 7.3 2.8 6.8

60’ 9' 30' 24' 16.2 3.9 3.6 6.6 1.6 2.6 5.8 3.6 10.1



Various applications
The ARCHWAY PASSAGE fixture is UL Listed for wet location and IP65 rated for 

use in indoor and covered-ceiling outdoor applications. It’s versatility, sleek design 

and wide list of options make it the perfect solution in multiple applications.

Locker Room

Ideal in applications 

such as:

	 Retail Mall

	 Tunnel

	 Garden Center

	 Industrial Facility

	 Parking Garage

	 Stairwell
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Commercial 

Kitchen

Hospital Entrance

Correctional
Facility
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Series Lamp type1 Shielding Distribution Voltage Ballast 
configuration

VAP T5HO lamps
154L 1 lamp, 

54W
254L 2 lamps, 

54W

T5 lamps
128T5L 1 lamp, 

28W
228T5L 2 lamps, 

28W

T8 lamps
132L 1 lamp, 

32W
232L 2 lamps, 

32W

(blank) Clear 
polycarbonate

White ballast cover
(blank) General 

distribution
Specular reflector
WD Wide 

distribution

(blank) MVOLT; 
120V-277V

HVOLT 347V-480V2

(blank) One 
ballast

2/1 Two 
1-lamp 
ballasts3

Ballast Lamps installed7 Options8

T5/T5HO
(blank) 1.0 BF, PRS
GEB80S .80 BF, 

step dimming 
(100%-50%)3, 4

GEB90S .90 BF, PRS, 
stepdimming5

T8
(blank) 1.18 BF, IS
GEB10IS .88 BF, IS
GEB10ISL .76 BF, IS
GEB10PS 1.00 BF, PS
BSNP .87 BF, PS step 

dimming3, 6

(blank) 85 CRI, 841
LP830 85 CRI, 830
LP835 85 CRI, 835
LP850 85 CRI, 850

GLR Internal fast-blow fusing
EL14DW Emergency lighting (1400 lumens)9

MSI__ Wet location motion sensor bracket9, 10, 11

PE Photoelectric cell (button type)9, 12

RIF1 Radio interference filter, one per fixture
B50CW Cold weather battery pack6, 9

WLF Wet location fitting (two outboard, top)
WLFEND Wet location fitting (one end)
WLFEND2 Wet location fittings (both ends)
WLFIN Wet location fitting (two inboard, top)
HC36 Wire hook and 36” chain set (two per 

package)13, 14, 15

QMB Quick-mount ceiling bracket 13

CMB Chain-mount bracket 13

JSB
CX
CS88
CS88L12

Junction box snap bracket 13

6’ white cord, 18/3, no plug
6’ Brad Harrison 16/3 cord and plug set
12’ Brad Harrison 16/3 cord and plug set

HS Houseside shield
UPS Uplight shield
LCF1 Prismatic light control film13

LCF2 Opaque light control film13

LCF3 Striped light control film13

STSL Stainless steel latches
NOM NOM Certified

Ordering information For shortest lead times, configure products using bolded options. Example: VAP 254L

Notes

1	 To order fixtures WITHOUT lamps, remove the “L” from the description (example:  VAP 132).
2	 Not available with 28T5 or 1-lamp 32T8. 
3	 Available with 2-lamp unit only.
4	 Available with 54T5HO only.
5	 Available with 28T5 only.
6	 Available with 32T8 only.
7	 Alternate lamp color need only be specified if pre-installed lamps are provided.
8	 For additional options, consult factory.
9	 Must specify voltage.
10	 GEB10PS recommended.
11	 For mounting up to 8’, specifiy MSI8; for mounting up to 20’, specify MSI20.
12	 Not available with 480V.
13	 Accessories may be ordered as separate catalog numbers.
14	 For stainless steel, specify STS (example: HC36 STS)
15	 Requires chain mount bracket (CMB option).

Accessories

Order as separate catalog number.

VAPSMB Surface spring-mount bracket

VAPQMB Quick-mount ceiling bracket

VAPCMB Chain-mount bracket

VAPJSB Junction box snap bracket

54-3/4
(139.1)

47
(119.4)

40-1/4
(102.2)

3-3/8
 (8.6) 

2-7/8
 (7.3) 

4-1/8
(10.5)

All dimensions are shown in inches (centimeters) unless otherwise noted.


