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COMMERCIAL & INDUSTRIAL FLUORESCENT LIGHTING

FEATURES
� Surface-mount luminaire suitable for industrial, commercial and

residential applications.
� Flat bottom, pattern 12 acrylic prismatic diffuser.
� Spring action lens spacer for easy lens installation.
� Sturdy one piece construction.
� Low profile design minimizes ceiling shadows and sharp con-

trast.
� For surface or stem mounting.
� High-gloss, baked white enamel finish.
� Guaranteed for one year against mechanical defects in manu-

facture.

SPECIFICATIONS
BALLAST � Thermally protected, resetting, Class P, HPF, non-PCB,

UL listed, CSA-certified ballast is standard. Energy saving and
electronic ballasts are sound rated A.

WIRING & ELECTRICAL � Fixture is suitable for damp locations.
AWM, TFN or THHN wire used throughout, rated for required
temperatures.

MATERIALS � Housing formed from code-gauge steel. Diffuser is
100% virgin acrylic. No asbestos is used in this product.

FINISH � Five-stage iron-phosphate pretreatment ensures supe-
rior paint adhesion and rust resistance. Painted parts finished
with high-gloss, baked white enamel.

LISTING � Listed and labeled to comply with Canadian Standards.
Specifications subject to change without notice.

Commercial Wraparound

BWS
 4’ length
 2 lamps

PHOTOMETRICS
Calculated using the zonal cavity method is accordance with IESNA LM41 procedures. Floor reflectances are 20%. Lamp
configurations shown are typical. Full photometric data on these and other configurations available upon request.

BWS 2 40
Report LTL 5537� Lumens per lamp = 3150
S/MH  (along) 1.3   (across) 1.4
Coefficient of Utilization
Ceiling 80% 70% 50% 0%
Wall 70% 50% 30% 70% 50% 30% 50%   30%  10% 0%

0 84 84 84 80 80 80 75 75 75 62
1 74 70 67 71 68 64 63 60 57 48
2 67 60 55 64 58 53 54 50 46 39
3 61 53 46 58 51 45 47 42 38 32
4 56 46 40 53 45 39 42 36 32 27
5 51 41 34 49 40 34 37 32 28 23
6 47 37 30 45 36 29 33 28 24 20
7 43 33 27 42 32 26 30 25 21 18
8 40 30 24 39 29 23 28 22 19 16
9 38 28 22 36 27 21 25 20 17 14

10 35 25 20 34 25 19 23 18 15 13

Zonal Lumens Summary
Zone Lumens %Lamp %Fixture

0-30 924 14.7 20.3
0-40 1533 24.3 33.6
0-60 2784 44.2 61.0
0-90 3961 62.9 86.7

90-180 606 9.6 13.3
0-180 4567 72.5 100.0

BWS



'1998 Lithonia Lighting, 10/98
BWS.P65

COMMERCIAL & INDUSTRIAL FLUORESCENT LIGHTING
P.O. BOX A, CONYERS, GEORGIA 30012, TELEPHONE 770-922-9000, FAX 770-929-8789 

www.lithonia.com    IN CANADA: 1100 50TH AVE., LACHINE, QUEBEC H8T 2V3

DIMENSIONS

BWS

Inches (centimeters). Subject to change without notice.

BWS  Commercial Wraparound

Example: BWS 2 40 120 ES

Options

ES Energy-saving ballasts (40W lamps only).
GEB Electronic ballasts, < 20% THD.

GEB10 Electronic ballast, <10% THD.
GLR Internal fast-blow fuse.

GMF Internal slow-blow fuse.

Voltage

120, 347
Others

available

Lamp Type

32  32W T8 (48")
40 40W T12 (48")

Number of
lamps

2
Not included

BWS

ORDERING INFORMATION

Series

BWS Commercial
Wraparound

7-1/2
(19.05)

3-3/8
(8.57)

5-1/2
(13.97)

C

C

C
C

E1-1/4
(3.18)

48 (121.92)

2 (5.08)

C = 7/8 (2.22) Dia.K.O.
E = 2 (5.08) Dia. K.O.



Type Catalog number

..................................... ............................................................................................................

..................................... ............................................................................................................

..................................... ............................................................................................................

COMMERCIAL & INDUSTRIAL FLUORESCENT LIGHTING

FEATURES
� Surface-mounted luminaire suitable for industrial, commercial

and residential applications.
� Flat bottom, pattern 12 acrylic prismatic diffuser.
� Sturdy one piece construction.
� Low profile design minimizes ceiling shadows and sharp con-

trast.
� For surface or stem mounting.
� High-gloss, baked white enamel finish.
� Guaranteed for one year against mechanical defects in manu-

facture.

SPECIFICATIONS
BALLAST � Thermally protected, resetting, Class P, HPF,

non-PCB, UL listed, CSA-certified ballast is standard. Energy
saving and electronic ballasts are sound rated A.

WIRING & ELECTRICAL � Fixture is suitable for damp locations.
AWM, TFN or THHN wire used throughout, rated for required
temperatures.

MATERIALS � Housing formed from code-gauge steel. Diffuser is
100% virgin acrylic. No asbestos is used in this product.

FINISH � Five-stage iron-phosphate pretreatment ensures supe-
rior paint adhesion and rust resistance. Painted parts finished
with high-gloss, baked white enamel.

LISTING � Listed and labeled to comply with Canadian Stan-
dards.

Specifications subject to change without notice.

Commercial Wraparound

BWX
 4’ length
 2 lamps

PHOTOMETRICS
Full photometric data on these and other configurations available upon request.

BWX



'1998 Lithonia Lighting, 10/98
BWX.P65

COMMERCIAL & INDUSTRIAL FLUORESCENT LIGHTING
P.O. BOX A, CONYERS, GEORGIA 30012, TELEPHONE 770-922-9000, FAX 770-929-8789 

www.lithonia.com    IN CANADA: 1100 50TH AVE., LACHINE, QUEBEC H8T 2V3

DIMENSIONS

BWX

Inches (centimeters). Subject to change without notice.

BWX  Commercial Wraparound

Example: BWX 2 40 120 ES

Options

ES Energy-saving ballasts (40W lamps only).
GEB Electronic ballasts, < 20% THD.

GEB10 Electronic ballast, <10% THD.
GLR Internal fast-blow fuse.

GMF Internal slow-blow fuse.

Voltage

120, 347
Others

available

Lamp Type

32  32W T8 (48")
40 40W T12 (48")

Number of
lamps

2
Not included

BWX

ORDERING INFORMATION

Series

BWX Commercial
Wraparound

6-1/2
(16.52)

2-1/2
(6.35)

C

E

C C

5-13/16 
(14.72)

48-19/32 
(123.43)

C1-1/4 
(3.18)

2 (5.08)

C = 7/8 (2.22) Dia.K.O.



Commercial & Industrial Fluorescent
Cleanroom

Family FileName Description RevisionDate

Recessed
SRH SRH-2x2-1x2_F 2'x2' and 1'x2' troffers (ISO 5 and ISO 6) T5 or T8 lamps 12/17/2007
SRH SRH-2x2-1x2_SE 2x2 and 1x2 Recessed  Cleanroom Troffers 12/17/2007
SRH SRH-2x4-1x4_F 2'x4' and 1'x4' troffers (ISO 5 and ISO 6) T5 or T8 lamps 12/17/2007
SRH SRH-2x4-1x4_SE 2x4 and 1x4 Recessed Cleanroom Troffers 12/17/2007
SRT SRT-2x2-1x2_F 2'x2' and 1'x2' troffers (ISO 7 and ISO 8) T5 or T8 lamps 12/17/2007
SRT SRT-2x2-1x2_SE 2x2 and 1x2 Recessed Cleanroom Troffers 12/17/2007
SRT SRT-2x4-1x4_F 2'x4' and 1'x4' troffers (ISO 7 and ISO 8) T5, T8 or T12 lam 12/17/2007
SRT SRT-2x4-1x4_SE 2x4 and 1x4 Recessed Cleanroom Troffers 12/17/2007

Surface-Mount
SSH SSH-2x2-1x2_F 2'x2' and 1'x2' modular fixtures (ISO 5 and ISO 6), T8 lamps 12/14/2007
SSH SSH-2x2-1x2_SE 2x2 and 1x2 Surface Cleanroom Fixtures 12/17/2007
SSH SSH-2x4-1x4_F 2'x4' and 1'x4' modular fixtures (ISO 5 and ISO 6), T5 or T8 12/17/2007
SSH SSH-2x4-1x4_SE 2x4 and 1x4 Surface Cleanroom Fixtures 12/17/2007
STP STP_F 4' and 8' teardrop (ISO 4 and ISO 5), T8 or T12 lamp 11/15/2006
STP STP_SE 4' and 8' Standard Teardrop 11/15/2006



Catalog Number

Notes Type

ORDERING INFORMATION

Series

2SRH Cleanroom
troffer 2x2

SRH Cleanroom
troffer 1x2

NOTES:
1 Reference Lamp Configuration chart on back for  compatibility.
2 For use with grid mounted fixtures only.
3 Electronic ballast 120-277V only.  Must specify GEB10IS.
4 Not available with MVOLT.
5 For one filter per ballast, specify RIF2.
6 Requires TORX®   TX20 screwdriver (order separately, Cat. No.

RK1 T20DRV).
7 Requires minimum .156” thick lens.

For shortest lead times, configure product using standard option (shown in bold).
Example: 2SRH G 17 FSF A12125V MVOLT

Options

  Shipped installed in fixture
ELDW Emergency lighting wet

location
ES Energy-saving ballast(s)

GEB10IS Electronic ballast(s) < 10%
THD, Instant Start

GEB10RS Electronic ballast(s) < 10%
THD, Rapid Start4

GLR Internal fast-blow fusing4

GMF Internal slow-blow fusing4

RIF1 Radio interference filter
(one per fixture) 5

TPS Tamper resistant door (10 -
TX20 screws) 6

STSW Stainless steel housing,
white

AL Aluminum housing, white
HPD Suitable for high-pressure

hosedown, up to 200 psi 
7

CSA CSA Certified
NOM NOM Certified

FEATURES & SPECIFICATIONS
INTENDED USE — Suitable for use in ISO 5 (Class 100) and ISO 6 (Class 1,000)
cleanroom applications. Ideal for electronic assembly, pharaceutical pro-
cessing, semi-conductor manufacturing, bio-research or chemical labs,
aerospace and the medical industry.
ATTRIBUTES — Available for T-Bar ceilings of 1", 1-1/2" or 2" width, or with
overlapping flange and swing-out hangers for use in dry or plaster ceilings.
Installer responsible for sealing fixture to ceiling with caulking.
CONSTRUCTION — 20-gauge cold-rolled steel housing is completely sealed
with silicone caulk to prevent the passage of particles into or out of fixture.
Housing has opposing channel covers for superior photometric perfor-
mance.
Full doorframe is one-piece, 18-gauge cold-rolled steel featuring neoprene
gasketing between door, lens and housing. Doorframe secured to housing
by 8 stainless steel, counter-sunk, captive screws. Doorframe is hinged to
housing by stainless steel, braided cable for easy maintenance. Options
include housing and doorframe of stainless steel or aluminum and inset
doorframe in cold-rolled steel, stainless steel or aluminum.
Lenses feature internal prisms to maintain a smooth, easy-to-clean outer
surface. Suitable for high-pressure hosedown (HPD) up to 200 psi (see
Options).
FINISH — All metal parts are finished with electrostatically deposited, ther-
mally set, polyester powder coat after fabrication.
ELECTRICAL SYSTEM— Thermally protected, resetting, Class P, HPF, non-
PCB, UL listed, CSA certified ballast is standard. Energy saving and elec-
tronic ballasts are sound rated A. Standard combinations conform to UL
935. Tested in compliance with Federal Standard 209E by Independent lab.
LISTING — UL Listed (standard). CSA Certified or NOM Certified (see Op-
tions). UL listed and labeled for wet locations in covered ceiling installations.
Tested in compliance with the International Organization for Standardiza-
tion (ISO) Worldwide Contamination Classification.
WARRANTY — Guaranteed for one year against mechanical defects in
manufacture.

Lens type

K12V KSH #12 pattern acrylic .125” thick,
inverted

A12125V #12 pattern acrylic .125” thick,
inverted

PCL12125V #12 pattern polycarbonate .125”
thick, inverted

T73V #73 pattern, tempered glass .190”
thick, inverted

SYAR PSI symmetric/asymmetric acrylic
with radio filter grid

Lamps

1
2
3
4
6

Not
included.

Door frame

FSF Steel full door, white
FSSF Stainless full, natural

FSSFW Stainless full, white
FWF Aluminum full, white
FSS Stainless inset,  natural2

FSSW Stainless inset,  white2

FW Aluminum inset, white2

FN Aluminum inset, natural2

 Volts

120
277
347

MVOLT3

Others
available

Fluorescent and Special Environment Sheet #: SRH-2x2-1x2_F                CLRM-200

Recessed Cleanroom Troffer

SRH
2' x 2'
1' x 2'

1. 2, 3, 4 or 6 Lamps

Trim type

G Grid, on 1" - 1-1/2" wide tee
F Overlapping flange

G20 Grid, 2" wide tee (2x2 only)

Lamp type1

17 17W T8 (24")
U31 31W T8 U (24", 1-5/

8" leg spacing)
U316 31W T8 (24", 6" leg

spacing)

All dimensions are inches (millimeters). Specifications
subject to change without notice.

Specifications
2x2 1x2

Length: 24 (610) 24 (610)
Width: 24 (610) 12 (305)
Depth: 4-5/8 (118) 4-5/8 (118)



SRH 2x2 & 1x2  Recessed Cleanroom Troffer

MOUNTING DATA DIMENSIONS
Inches (millimeters). Subject to change without notice.Appropriate

Ceiling Type Trim Type
Exposed grid, 1 – 1½"  tee G
Exposed grid, 2" tee G20
Acoustical tile, plaster, or plasterboard F
on rigid support parallel to lamps

Sheet # SRH-2x2-1x2_F

Lithonia Lighting
Fluorescent
One Lithonia Way, Conyers, GA 30012
Phone: 800-858-7763, Fax: 770-929-8789
www.lithonia.com

Recommended Rough-In Dimensions for F Trim

Size Ceiling Opening (+1/4-0) Swing Gate

Width Length Height Adj. Span

2x2 24-1/4" 24-1/4" 1" –  3-1/2" 23-7/8" – 27-1/2"

1x2 12-1/2" 24-1/4" 1" –  3-1/2" 11-7/8" – 15-1/2"

1-3/4
(45)

12
(305)

4-5/8
(118)

1-9/16
(40)

24
(610)

4-5/8
(118)

3-1/8
(79)

5-1/8
(130)

24
(610)

4-5/8
(118)

2-5/8
(67)

7
(17)

24
(610)

4-5/8
(118)

5-1/4
(133)

24
(610)

4-5/8
(118)

LAMP CONFIGURATIONS

Series Lamp Type # Lamps

F17 2, 3, 4 or 6
2x2 U31 2 or 3

U316 2
F17 2 or 3

1x2 U31 1 or 2
U316 1

           z

          ©2001 Acuity Brands Lighting, Inc., Rev. 12/17/07



Catalog Number

Notes Type

ORDERING INFORMATION
Choose the boldface catalog nomenclature that best suits your needs and write it on the appropriate line.

Series

2SRH Cleanroom
troffer 2x2

SRH Cleanroom
troffer 1x2

NOTES:
1 Reference Lamp Configuration chart on back for  compatibility.
2 For use with grid mounted fixtures only.
3 Electronic ballast 120-277V only.  Must specify GEB10IS.
4 Not available with MVOLT.
5 For one filter per ballast, specify RIF2.
6 Requires TORX®   TX20 screwdriver (order separately, Cat. No.

RK1 T20DRV).
7 Requires minimum .156” thick lens.
8 Must specify HPD.

Example: 2SRH G 2 U316 FSF A12125V 120 GEB

Options

FEATURES & SPECIFICATIONS
INTENDED USE
Suitable for use in ISO 5 (Class 100) and ISO 6 (Class 1,000) cleanroom
applications. Ideal for electronic assembly, pharaceutical processing, semi-
conductor manufacturing, bio-research or chemical labs, aerospace and
medical or food processing.
ATTRIBUTES
Available for T-Bar ceilings of 1", 1-1/2" or 2" width, or with overlapping flange
and swing-out hangers for use in dry or plaster ceilings. Installer responsible
for sealing fixture to ceiling with caulking.
CONSTRUCTION
20-gauge cold-rolled steel housing is completely sealed with silicone caulk
to prevent the passage of particles into or out of fixture. Housing has
opposing channel covers for superior photometric performance.
Full doorframe is one-piece, 18-gauge cold-rolled steel featuring neoprene
gasketing between door, lens and housing. Doorframe secured to housing
by 8 stainless steel, counter-sunk, captive screws. Doorframe is hinged to
housing by stainless steel, braided cable for easy maintenance. Options
include housing and doorframe of stainless steel or aluminum and inset
doorframe in cold-rolled steel, stainless steel or aluminum.
Lenses feature internal prisms to maintain a smooth, easy-to-clean outer
surface. Suitable for high-pressure hosedown (HPD) up to 200 psi (see
Options).
FINISH
All metal parts are finished with electrostatically deposited, thermally set,
polyester powder coat after fabrication.
ELECTRICAL SYSTEM
Thermally protected, resetting, Class P, HPF, non-PCB, UL listed, CSA certified
ballast is standard. Energy saving and electronic ballasts are sound rated
A. Standard combinations conform to UL 935. Tested in compliance with
Federal Standard 209E by Independent lab.
LISTING
UL Listed (standard). CSA Certified or NOM Certified (see Options). UL listed
and labeled for wet locations in covered ceiling installations. Tested in
compliance with the International Organization for Standardization (ISO)
Worldwide Contamination Classification.
WARRANTY
Guaranteed for one year against mechanical defects in manufacture.

  Shipped installed in fixture
ELDW Emergency lighting wet

location
ES Energy-saving ballast(s)

GEB Electronic ballast(s) < 20%
THD, Instant Start

GEB10IS Electronic ballast(s) < 10%
THD, Instant Start

GEB10RS Electronic ballast(s) < 10%
THD, Rapid Start4

GLR Internal fast-blow fusing4

GMF Internal slow-blow fusing4

RIF1 Radio interference filter (one
per fixture) 5

TPS Tamper resistant door (10 -
TX20 screws) 6

STSW Stainless steel housing, white
AL Aluminum housing, white

HPD Suitable for high-pressure
hosedown, up to 200 psi 

7

FPA Suitable for food processing
areas; meets require-
ments forUSDA, FDA and
NSF-C2

8

CSA CSA certified
NOM NOM certified

Lens Type

K12V KSH #12 pattern acrylic .125” thick,
inverted

A12125V #12 pattern acrylic .125” thick,
inverted

PCL12125V #12 pattern polycarbonate .125”
thick, inverted

K12UVAV KSH12 UVAlite, ultraviolet filtering
lens, .125” thick

T73V #73 pattern, tempered glass .190”
thick, inverted

SYA PSI symmetric/asymmetric acrylic
SYAR PSI symmetric/asymmetric acrylic

with radio filter grid

Lamps

1, 2, 3,
4 or 6

Not
included.

Door Frame

FSF Steel full door, white
FSSF Stainless full, natural

FSSFW Stainless full, white
FWF Aluminum full, white
FSS Stainless inset,  natural2

FSSW Stainless inset,  white2

FW Aluminum inset, white2

FN Aluminum inset, natural2

 Volts

120
277
347

MVOLT3

Others
available

Fluorescent and Special Environment Sheet #: SRH-2x2-1x2_SE           SREC-200

Recessed Cleanroom Troffer

SRH
2' x 2'
1' x 2'

1. 2, 3, 4 or 6 Lamps

Trim Type

G Grid, on 1" - 1-1/2"
wide tee

F Overlapping flange
G20 Grid, 2" wide tee (2x2

only)

Lamp Type1

17 17W T8 (24")
CF40 40W T5 (24")
CF50 50W T5 (24")
U31 31W T8 U (24",

1-5/8" leg
spacing)

U316 31W T8 (24", 6"
leg spacing)

All dimensions are inches (millimeters). Specifications
subject to change without notice.

Specifications
2x2 1x2

Length: 24 (610) 24 (610)
Width: 24 (610) 12 (305)
Depth: 4-5/8 (118) 4-5/8 (118)



SRH 2x2 & 1x2  Recessed Cleanroom Troffer

Calculated using the zonal cavity method in accordance with IESNA LM41 procedures.  Floor reflectances are 20%. Lamp configurations shown are typical.  Full
photometric data on these and other configurations available upon request.

MOUNTING DATA DIMENSIONS
Inches (millimeters). Subject to change without notice.Appropriate

Ceiling Type Trim Type
Exposed grid, 1 – 1½"  tee G
Exposed grid, 2" tee G20
Acoustical tile, plaster, or plasterboard F
on rigid support parallel to lamps

Sheet # SRH-2x2-1x2_SE                                             ©2001 Acuity Lighting Group, Inc., Rev. 7/04

Lithonia Lighting
Acuity Lighting Group, Inc.
Fluorescent
One Lithonia Way, Conyers, GA 30012
Phone: 800-858-7763, Fax: 770-929-8789
In Canada: 160 avenue Labrosse, Pointe-Claire, P.Q., H9R 1A1
www.lithonia.com

Recommended Rough-In Dimensions for F Trim

Size Ceiling Opening (+1/4-0) Swing Gate

Width Length Height Adj. Span

2x2 24-1/4" 24-1/4" 1" –  3-1/2" 23-7/8" – 27-1/2"

1x2 12-1/2" 24-1/4" 1" –  3-1/2" 11-7/8" – 15-1/2"

1-3/4
(45)

12
(305)

4-5/8
(118)

1-9/16
(40)

24
(610)

4-5/8
(118)

3-1/8
(79)

5-1/8
(130)

24
(610)

4-5/8
(118)

2-5/8
(67)

7
(17)

24
(610)

4-5/8
(118)

5-1/4
(133)

24
(610)

4-5/8
(118)

LAMP CONFIGURATIONS

Series Lamp Type # Lamps

F17 2, 3, 4 or 6
2x2 U31, CF40, CF50 2 or 3

U316, U403 2
F17, CF40, CF50 2 or 3

1x2 U31 1 or 2
U316 1

Coefficients of Utilization
pf 20%
pc 80% 50% 30%
pw 70% 50% 30% 50% 30% 10% 50% 30% 10%

90
83
75
69
63
58
53
50
46
43
40

90
79
69
61
54
48
43
39
36
33
30

90
76
64
55
47
41
37
33
29
27
24

84
74
65
57
51
46
41
38
34
32
29

84
72
61
52
46
40
36
32
29
26
24

84
70
58
48
41
36
31
28
25
22
20

81
71
62
55
49
44
40
36
33
31
29

81
69
59
51
44
39
35
31
28
26
24

81
67
56
47
41
35
31
28
25
22
20

R
C

R

0
1
2
3
4
5
6
7
8
9

10

Zonal Lumen Summary
Zone Lumens % Lamp % Fixture
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚
90˚ - 180˚
0˚ - 180˚

1347
2197
3825
4776

0
4776

21.4
34.9
60.7
75.8
0.0
75.8

28.2
46.0
80.1

100.0
0.0

100.0

Report: 
LUMENS PER LAMP: 

LTL10910
3150

Luminaire Efficiency: 75.8%

2SRH G 2 CF40 FSF A12125V

           z



Catalog Number

Notes Type

ORDERING INFORMATION

Series

2SRH Cleanroom
troffer 2 x 4

SRH Clean
room
troffer 1 x 4

For CF lamps in cross
section, add prefix T
Example: T2SRH 2 CF40
(total 4 lamps)

For shortest lead times, configure product using standard option (shown in bold).
Example: 2SRH F 4 32 FSF A12125V MVOLT GEB10IS

Options

  Shipped installed in fixture
ELDW Emergency lighting wet

location
ES Energy-saving ballast(s)

GEB10IS Electronic ballast(s) < 10%
THD, instant start

GEB10RS Electronic ballast(s) < 10%
THD, rapid start5

GLR Internal fast-blow fusing5

GMF Internal slow-blow fusing5

RIF1 Radio interference filter (one
per fixture)6

TPS Tamper resistant door (10 -
TX20 screws)7

STSW Stainless steel housing,
white

AL Aluminum housing, white
WLD Seam-welded housing
HPD Suitable for high-pressure

hosedown, up to 200 psi8

CSA CSA Certified
NOM NOM Certified

Lamp type

32 32W T8 (48")

FEATURES & SPECIFICATIONS
INTENDED USE — Suitable for use in ISO 5 (Class 100) and ISO 6 (Class 1,000)
cleanroom applications. Ideal  for  electronic assembly, pharmaceutical pro-
cessing, semi-conductor manufacturing, bio-research and chemical labs,
aerospace and the medical industry.
ATTRIBUTES — Available for T-Bar ceilings of 1", 1-1/2" or 2" width, or with
overlapping flange and swing-out hangers for use in dry or plaster ceilings.
CONSTRUCTION — 20-gauge cold-rolled steel housing is completely sealed
with silicone caulk to prevent the passage of particles into or out of the
fixture.  Housing has opposing channel covers for superior photometric per-
formance.
Full doorframe is one-piece, 18-gauge cold-rolled steel featuring neoprene
gasketing between door, lens and housing.  Doorframe is secured to
housing by 10 stainless steel, counter-sunk, captive screws.  Doorframe is
hinged to housing by stainless steel, braided cable for easy maintenance.
Doorframe  secured to housing by 4 stainless steel, counter-sunk, captive
screws.  Doorframe is hinged to housing by stainless steel, braided cable
for easy maintenance. Options include stainless steel or aluminum housing
and doorframe and inset doorframe for grid ceilings in cold-rolled steel,
stainless steel or aluminum.
Lenses feature internal prisms to maintain smooth, easy-to-clean outer
surface. Suitable for high pressure hosedown (HPD) to 200 psi (see Options).
FINISH — All metal parts are finished with electrostatically deposited, ther-
mally set, polyester powder coat after fabrication.
ELECTRICAL SYSTEM — Thermally protected, resetting, Class P, HPF, non-
PCB, UL listed, CSA certified ballast is standard.  Energy saving and elec-
tronic ballasts are sound rated A.  Standard combinations conform to UL
935.  Tested in compliance with Federal Standard 209E by independent lab.
LISTING — UL Listed (standard).  CSA Certified or NOM Certified (see Op-
tions).  UL listed and labeled for wet locations in covered ceiling installations.
Tested in compliance with the International Organization for Standardiza-
tion (ISO) Worldwide Contamination Classification.
WARRANTY — Guaranteed for one year against mechanical defects in
manufacture.

Lens type

K12V KSH #12 pattern acrylic .125” thick,
inverted

A12125V #12 pattern acrylic .125” thick,
inverted

PCL12125V #12 pattern polycarbonate .125”
thick, inverted

T73V #73 pattern, tempered glass .190”
thick, inverted

SYA PSI symmetric/asymmetric acrylic
SYAR PSI symmetric/asymmetric acrylic

with radio filter grid

Lamps

1
2
3
4
6

Not
Included

Door frame

FSF Steel full door, white
FSSF Stainless full, natural

FSSFW Stainless full, white
FWF Aluminum full, white
FSS Stainless inset, natural3

FSSW Stainless inset, white3

FW Aluminum inset, white3

FN Aluminum inset, natural3

Volts

120
277
347

MVOLT4

Sheet #: SRH-2x4-1x4_F               CLRM-210Fluorescent and Special Environments

Recessed Cleanroom Troffer

SRH
2' x 4'
1' x 4'

1, 2, 3, 4 or 6 Lamps

All dimensions are inches (millimeters). Specifications
subject to change without notice.

Specifications
2x4 1x4

Length: 48 (1220) 48 (1220)
Width: 24 (610) 12 (305)
Depth: 4-5/8 (118) 4-5/8 (118)

Trim type

G Grid, on 1" - 1-1/2" wide tee
G20 Grid 2" wide tee (2x4 only)

F Overlapping flange

NOTES:
1 Maximum number of lamps is two. F32 or F40 suitable for 1x4 in 1, 2 or 3

lamp configuration.
2 For tandem use only. Maximum number of lamps is six
3 For use with grid mounted fixtures only.
4 Electronic ballast 120-277V only.  Must specify GEB10IS
5 Not available with MVOLT.
6 For one filter per ballast, specify RIF2.
7 Requires TORX® TX20 screwdriver (order separately, Cat. No. RK1 T20DRV)
8 Requires minimum .156” thick lens.












































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































