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Commercial Downlighting
Compact Fluorescent

Family FileName Description RevisionDate

6" CFL Horizontal
Baffle (LF6) F6B3-COM 6'' Full Reflector, Horizontal Lamp, Metal Baffle with Diffu 06/22/2007
Baffle (LF6) LF6-COM 6'' Frame-In, Non-IC Horizontal Lamp 06/27/2007
Open (LF6) F6O2-COM 6'' Full Reflector, Horizontal Lamp 06/25/2007
Open (LF6) LF6-COM 6' Frame-In, Non-IC, 2-Lamp (DTT) Horizontal 06/27/2007
Open (LF6) LF6-SINGLE-COM 6'' Frame-In, Non-IC Horizontal Lamp, 1-Lamp  (LF6 1/26-42TR 06/27/2007
Wallwash (LF6) F6W1-COM 6'' Full Reflector, Open Wallwash with Kicker, Horizontal DT 06/25/2007
Wallwash (LF6) F6W4-COM 6'' Full Reflector, Open Wallwash with Kicker, Horizontal TR 09/14/2007
Wallwash (LF6) LF6-COM 6'' Frame-In, Non-IC Horizontal Lamp 06/27/2007
Wallwash (LF6) LF6-SINGLE-COM 6'' Frame-In, Non-IC Horizontal Lamp, 1-Lamp  (LF6 1/26-42TR 06/27/2007
Wet Lens (LF6) F6L1-2-COM 6'' Full Reflector, Horizontal Lamp, Polycarbonate Lensed  ( 06/27/2007
Wet Lens (LF6) F6L3-4-COM 6'' Full Reflector, Horizontal Lamp, Glass Lensed 06/22/2007
Wet Lens (LF6) F6LS-COM 6'' Full Reflector, Horizontal TRT, One-Lamp, Glass Lensed 09/14/2007
Wet Lens (LF6) LF6-COM 6'' Frame-In, Non-IC Horizontal Lamp 06/27/2007
Wet Lens (LF6) LF6-SINGLE-COM 6'' Frame-In, Non-IC Horizontal Lamp, 1-Lamp  (LF6 1/26-42TR 06/27/2007

6" CFL Horizontal (IC RATED)
Baffle (LIF6) F6B3-COM 6'' Full Reflector, Horizontal Lamp, Metal Baffle with Diffu 06/22/2007
Baffle (LIF6) F6L3-4-COM 6'' Full Reflector, Horizontal Lamp, Glass Lensed 06/22/2007
Baffle (LIF6) LIF6-COM 6'' Housing, IC New Construction 09/06/2007
Wallwash (LIF6) F6W1-COM 6'' Full Reflector, Open Wallwash with Kicker, Horizontal DT 06/25/2007
Wallwash (LIF6) LIF6-COM 6'' Housing, IC New Construction 09/06/2007
Wet Lens (LIF6) F6L3-4-COM 6'' Full Reflector, Horizontal Lamp, Glass Lensed 06/22/2007
Wet Lens (LIF6) LIF6-COM 6'' Housing, IC New Construction 09/06/2007

6" CFL Vertical
Baffle (LP6F) 6B3-COM 6'' Full Reflector, Metal Baffle with Diffuse Upper Reflecto 06/25/2007
Baffle (LP6F) 6L3-4-COM 6'' Full Reflector, Glass Lensed 06/25/2007
Baffle (LP6F) 6SB1-COM 6'' Full Reflector, Baffled Sloped Reflector 07/03/2007
Baffle (LP6F) LP6F-COM 6'' Frame-In, Non-IC Vertical Lamp 02/15/2008
Open (LP6F) 6O7-COM 6'' Full Reflector, Vertical Lamp 06/22/2007
Open (LP6F) LP6F-COM 6'' Frame-In, Non-IC Vertical Lamp 02/15/2008
Wallwash (LP6F) 6W7-COM 6'' Full Reflector, Open Wallwash with Kicker, Horizontal TR 06/22/2007
Wallwash (LP6F) LP6F-COM 6'' Frame-In, Non-IC Vertical Lamp 02/15/2008
Wet Lens (LP6F) 6L3-4-COM 6'' Full Reflector, Glass Lensed 06/25/2007
Wet Lens (LP6F) LP6F-COM 6'' Frame-In, Non-IC Vertical Lamp 02/15/2008

6" CFL Vertical (IC RATED)
Baffle (LI6F) 6B3-COM 6'' Full Reflector, Metal Baffle with Diffuse Upper Reflecto 06/25/2007
Baffle (LI6F) 6L3-4-COM 6'' Full Reflector, Glass Lensed 06/25/2007
Baffle (LI6F) 6SB1-COM 6'' Full Reflector, Baffled Sloped Reflector 07/03/2007
Baffle (LI6F) LI6F-COM 6'' Housing, IC Vertical Lamp 07/03/2006
Open (LI6F Vertical) 6O8-COM 6'' Full Reflector, Vertical Lamp 02/17/2006
Open (LI6F Vertical) F6O2-COM 6'' Full Reflector, Horizontal Lamp 06/25/2007
Open (LI6F Vertical) LI6F-COM 6'' Housing, IC Vertical Lamp 07/03/2006
Open (LI6F Vertical) LIF6-COM 6'' Housing, IC New Construction 09/06/2007
Wet Lens (LI6F) 6L3-4-COM 6'' Full Reflector, Glass Lensed 06/25/2007
Wet Lens (LI6F) LI6F-COM 6'' Housing, IC Vertical Lamp 07/03/2006

8" CFL Horizontal
Baffle (LF8) F8B3-COM 8'' Full Reflector, Horizontal Lamp, Baffle with Specular Up 08/20/2007
Baffle (LF8) F8B4-COM 8'' Full Reflector, Horizontal Lamp, Baffled Aluminum Reflec 07/18/2007
Baffle (LF8) F8LF-COM 8'' Full Reflector, Horizontal Lamp, Glass Lensed 08/20/2007
Baffle (LF8) F8LT-COM 8'' Full Reflector, Horizontal TRT, One Lamp, Glass Lensed 07/18/2007



Family FileName Description RevisionDate
Baffle (LF8) LF8 TRT-COM 8'' Frame-In, Non-IC Horizontal Lamp 07/18/2007
Baffle (LF8) LF8-COM 8'' Frame-In, Non-IC Horizontal Lamp 02/15/2008
Open (LF8) F8O2-COM 8'' Full Reflector, Horizontal Lamp 08/20/2007
Open (LF8) F8O3-COM 8'' Full Reflector, Horizontal TRT, Two-Lamp 07/18/2007
Open (LF8) LF8 TRT-COM 8'' Frame-In, Non-IC Horizontal Lamp 07/18/2007
Open (LF8) LF8-COM 8'' Frame-In, Non-IC Horizontal Lamp 02/15/2008
Open (LF8) LF8-SINGLE-COM 8'' Frame-In, Non-IC Horizontal Lamp, 1-Lamp 12/19/2007
Wallwash (LF8) F8W1-COM 8'' Full Reflector, Horizontal Lamp, Open Wallwash with Kick 08/20/2007
Wallwash (LF8) F8W3-COM 8'' Full Reflector, Horizontal Lamp, Open Wallwash with Kick 07/18/2007
Wallwash (LF8) F8W4-COM 8'' Full Reflector, Open Wallwash with Kicker, Horizontal TR 02/17/2006
Wallwash (LF8) LF8 TRT-COM 8'' Frame-In, Non-IC Horizontal Lamp 07/18/2007
Wallwash (LF8) LF8-COM 8'' Frame-In, Non-IC Horizontal Lamp 02/15/2008
Wallwash (LF8) LF8-SINGLE-COM 8'' Frame-In, Non-IC Horizontal Lamp, 1-Lamp 12/19/2007
Wet Lens (LF8) F8LF-COM 8'' Full Reflector, Horizontal Lamp, Glass Lensed 08/20/2007
Wet Lens (LF8) F8LS-COM 8'' Full Reflector, Horizontal TRT, One Lamp, Glass Lensed 06/30/2006
Wet Lens (LF8) F8LT-COM 8'' Full Reflector, Horizontal TRT, One Lamp, Glass Lensed 07/18/2007
Wet Lens (LF8) LF8 TRT-COM 8'' Frame-In, Non-IC Horizontal Lamp 07/18/2007
Wet Lens (LF8) LF8-COM 8'' Frame-In, Non-IC Horizontal Lamp 02/15/2008
Wet Lens (LF8) LF8-SINGLE-COM 8'' Frame-In, Non-IC Horizontal Lamp, 1-Lamp 12/19/2007

8" CFL Vertical
Baffle (LP8F) 8B3-COM 8'' Full Reflector, Baffle with Specular Upper Reflector 08/20/2007
Baffle (LP8F) 8L-COM 8'' Full Reflector, Vertical Lamp, Glass Lensed 08/20/2007
Baffle (LP8F) LP8F-COM 8'' Frame-In, Non-IC Vertical Lamp 02/15/2008
Open (LP8F) 8O2-COM 8'' Full Reflector, Open 08/20/2007
Open (LP8F) LP8F-COM 8'' Frame-In, Non-IC Vertical Lamp 02/15/2008
Wallwash (LP8F) 8W1-COM 8'' Full Reflector, Open Wallwash with Kicker 08/20/2007
Wallwash (LP8F) LP8F-COM 8'' Frame-In, Non-IC Vertical Lamp 02/15/2008
Wet Lens (LP8F) 8L-COM 8'' Full Reflector, Vertical Lamp, Glass Lensed 08/20/2007
Wet Lens (LP8F) LP8F-COM 8'' Frame-In, Non-IC Vertical Lamp 02/15/2008



All dimensions are inches (centimeters).

FEATURES & SPECIFICATIONS
INTENDED USE
For use in Non-IC application with the LF6 frame-in.
CONSTRUCTION
Aluminum one-piece reflector. White integral flange.
White polyester powder coat paint.
Metal baffles available in black or white.
INSTALLATION
Rough-ins utilize yoke for mechanical trim retention.
Socket housing attaches securely to reflector.
Reflectors accommodate ceilings up to 1-1/2" thick.
LISTING
UL Listed to U.S. and Canadian safety standards.
Damp location listed.

Specifications
Height:  6-5/8 (16.8)
Lamp Opening: 6 (15.2)
Diameter: 7-5/8 (19.4)

6" Finishing Trim

F6B3

BAFFLE
Horizontal Lamp

Fluorescent
Narrow Flange

Housing Compatibility
Housing and trim ordered separately.

Application Source Maximum wattage Housing

Non-IC Fluorescent 2/26 DTT LF6

Accessories: 
Order as separate catalog number.

CTR6 Oversize trim ring

Downlighting and Track Sheet #: F6B3-COM               CBAF-130

Series

F6B3

F6B3

Finish

(blank) Black
W White

7-5/8" (19.4)

6-5/8"
(24.4)

6" (15.2)

Catalog Number

Notes Type

For shortest lead times, configure product using standard options (shown in bold).ORDERING INFORMATION



F6B3 6" Baffle Fluorescent Trim
Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

50% 10%
Beam angle 49.3° Beam angle 82.1°

Initial fc fc at fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 28.7 5.1 14.4 9.6 2.9
10' 15.5 6.9 7.7 13.1 1.5
12' 9.6 8.7 4.8 16.5 1.0
14' 6.6 10.6 3.3 20.0 .7
16' 4.8 12.4 2.4 23.5 .5

Zone Lumens %lamp

0°-30° 565 15.71
0°-40° 773 21.48
0°-60° 925 25.69
0°-90° 936 26.02

90°-180° 0 0.0
0°-180° 936 26.02*

*Total Efficiency

From 0° cp. Lumens
0° 869
5° 864 82
15° 784 220
25° 570 263
35° 326 208
45° 131 110
55° 41 42
65° 6 9
75° 3 2
85° 1 1
90° 0

  rf   20%
rc 80% 70% 50%
rw 50% 30% 50% 30% 50% 30%
1 29 28 27 27 26 26
2 27 26 26 25 25 24
3 25 24 24 23 24 23
4 24 22 23 22 22 22
5 22 21 22 20 21 20
6 21 19 20 19 20 19
7 20 18 19 18 19 18
8 18 17 18 17 18 17
9 17 16 17 16 17 15

10 16 15 16 15 16 14

F6B3W,(2) Philips PL-C 26W/27SH lamp, 1.0 s/mh, 3600 rated lumens, test no. 2195072603
50% 10%

Beam angle 52.2° Beam angle 88.6°
Initial fc fc at fc at

Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 31.4 5.4 15.7 10.7 3.1
10' 16.9 7.4 8.4 14.6 1.7
12' 10.5 9.3 5.3 18.5 1.1
14' 7.2 11.3 3.6 22.4 .7
16' 5.2 13.2 2.6 26.4 .5

Zone Lumens %lamp

0°-30° 650 18.08
0°-40° 932 25.90
0°-60° 1264 35.11
0°-90° 1398 38.85

90°-180° 0 0.00
0°-180° 1398 38.85*

*Total Efficiency

From 0° cp. Lumens
0° 949
5° 946 90
15° 878 246
25° 682 314
35° 447 282
45° 247 197
55° 148 134
65° 83 84
75° 39 41
85° 7 10
90° 0

rf   20%
rc 80% 70% 50%
rw 50% 30% 50% 30% 50% 30%
1 42 41 40 39 38 38
2 39 37 37 35 35 34
3 35 33 34 32 33 31
4 33 30 31 29 30 29
5 30 27 29 27 28 26
6 28 25 27 25 26 24
7 26 23 25 22 24 22
8 24 21 23 21 23 20
9 22 19 21 19 21 19

10 20 18 20 18 20 17

F6B3,(2) Philips PL-C 26W/27SH lamp, 0.9 s/mh, 3600 rated lumens, test no. 2195072601

Conversion Factor

To calculate light levels for other wattage lamps, multiply the
footcandle levels by the ratio of desired-lamp lumens to
displayed-lamp lumens.
Example: fc level at 8' nadir for F6B3 (2) 26 DTT is 28.7.
                With (2) 18 DTT, fc level is 28.7 x .69 = 19.8 fc.

Compact Fluorescent
Lamp Lumens Multiplier

(2)26DTT 3600 1.00
(2)18DTT 2500 0.69
(2)13DTT 1720 0.48
(2)9DTT 1150 0.32

Sheet #: F6B3-COM

Lithonia Lighting
Recessed Downlighting
One Lithonia Way,  Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com©2000 Acuity Brands Lighting, Inc., Rev. 6/22/07

Energy (Calculated in accordance with NEMA standard LE-5.)

Fixture/ LER Annual* Lamps Lamp Ballast  Input
Reflector Energy Cost Lumens Factor Watts
LF DTT/F6B3 15.61 $15.38 (2) 18W DTT 2500 .95 35
LF DTT/F6B3W 23.07 $10.40 (2) 18W DTT 2500 .95 35
LF DTT/F6B3 18.35 $13.08 (2) 26W DTT 3600 1 51
LF DTT/F6B3W 26.82 $8.95 (2) 26W DTT 3600 1 51
*Comparative yearly lighting energy cost per 1000 lumens



6" Frame-in

LF6
FLUORESCENT

Non-IC
New Construction

All dimensions are inches (centimeters).

NOTES:
1 Not available with ADEZ or DMHL.
2 Electronic multi-volt ballast capable of operating any

line voltage from 120-277V, 50 or 60Hz.
3 Not available with EL or ELR.
4 Lens removal required before EL testing.
See trim specification sheet for maximum wattages.

LF6

FEATURES & SPECIFICATIONS
INTENDED USE
Recessed frame-in rated Non-IC for new construction and remodel applications.
Approved for all ceiling and wiring types.
CONSTRUCTION
Steel frame.  Cutout section on frame for remodel applications.
Galvanized bar hangers span up to 24” o.c. and feature built in nailer and T-bar clips.
Galvanized steel junction box with removable access door, four built-in romex clamps;
two 1/2" and four 3/4" knockouts with slots for pryout.
Maximum 8 (4in 4out)  No 12 AWG conductors. Rated for 90° C.
Ground wire provided.
ELECTRICAL SYSTEM
Socket attaches to reflector with pre-mounted screw to ensure proper and consistent
lamp position.
Multi-volt, 120V through 277V, electronic ballast with end of life protection.
Class P thermally protected ballast protects against improper contact with insulation.
Approved for through branch circuit wiring.
INSTALLATION
2 x 8 wood joist or T-bar installation.
Expandable bar hangers allow for off-center mounting in wood joist or T-bar ceilings.
Length of 25-1/4” maximum 13-1/4” minimum or cut to fit 10-1/2” on center joist
construction.
Reflector is secured to frame-in by mechanical trim retention.
Vertically adjustable yoke allows for flush mounting of trims to ceiling face.
Accomodates ceilings up to 1-1/2” thick.
LISTING
UL Listed to US and Canadian safety standards.
Damp location listed. (See trim selection for wet location listed.)

Accessories:  

Order as separate catalog number.

LBH 22" extended bar hangers, set of two
LCMB Channel bar mounting brackets, set of two
LSMC T-bar mounting clips, set of four

Volt

MVOLT2

120
277
3473

Downlighting and Track Sheet #: LF6-COM               CCFL-120

Specifications
Height: 3-1/2 (8.9)
(trim height varies)
Length: 13-1/4 (33.7)
Width: 12-1/4 (31.1)
Ceiling Opening:  7 (17.8)

6-7/8 (17.5)

6-7/8 (17.5)

11-3/8 (28.9)

8-3/4
(22.2)

Height varies.
See trim.

13-1/4 (33.7)

12-1/4
(31.1)

ReflectorOptions

DMHL Lutron Compact SE™
electronic dimming ballast,
120V or 277V; minimum
dimming level 5%.

ADEZ Advance Mark 10™
electronic dimming ballast,
120 or 277V; minimum
dimming level 5%

EL Emergency battery pack
with integral test switch4

ELR Emergency battery pack
with remote test switch4

BDP Ballast disconnect plug
(meets codes that require
in-fixture disconnect)

GMF Single slow-blow fuse
WLP 35K lamp (shipped

separately)
TRW White flange

Catalog Number

Notes Type

Lamps

2/13DTT1

2/18DTT
2/26DTT

Series

LF6 F6O2 White open
F6O2A Clear diffuse open

F6O2AZ Clear specular open
F6O2G Gold diffuse open

F6O2GZ Gold specular open
F6B3 Black baffle

F6B3W White baffle
F6W1 White wallwash

F6W1A Clear diffuse
wallwash

F6W1G Gold diffuse
wallwash

F6W1AZ Clear specular
wallwash

F6W1GZ Gold specular
wallwash

F6W1PR Pewter wallwash
F6W1WTZ Wheat specular

wallwash

F6LD1 PF Drop opal lens4

F6LD2 PF Drop prismatic lens4

F6LF1 PF Flush opal lens4

F6LF2 PF Flush prismatic lens4

F6LD3 White splay, drop opal
lens4

F6LDB3 Black baffle, drop opal
lens4

F6LF3 White splay,  flat white lens4

F6LFB3 Black baffle, flat white lens4

F6L4 White splay, flat fresnel
lens4

F6LB4 Black baffle, flat fresnel
lens4

F6LF73 White splay, tempered T73
flat prismatic lens4

F6LFB73 Black baffle, tempered T73
flat prismatic lens4

For shortest lead times, configure product using standard options (shown in bold).
Example: LF6 2/26DTT MVOLT F6O2AZ

ORDERING INFORMATION



LF6  Series 6" Fluorescent LF6 Full Reflector Trims

Lithonia Lighting
Recessed Downlighting
One Lithonia Way, Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com © 2002 Acuity Brands Lighting, Inc., Rev. 06/27/07Sheet #: LF6-COM

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6O2AZ, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2193120701
50% 10%

Beam angle 58.6° Beam angle 98.8°
Initial fc fc at fc at

Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 29.3 6.7 14.7 13.8 2.9
10' 15.8 9.1 7.9 18.8 1.6
12' 9.8 11.5 4.9 23.8 1.0
14' 6.7 13.9 3.4 28.8 .7
16' 4.9 16.4 2.4 33.8 .5

Zone Lumens %lamp

0°-30° 741 20.60
0°-40° 1165 32.36
0°-60° 1750 48.62
0°-90° 1759 48.89

90°-180° 0 0.00
0°-180° 1759 48.89*

*Total Efficiency

From 0° cp. Lumens
0° 887
5° 903 87
15° 960 269
25° 841 387
35° 666 424
45° 569 424
55° 144 162
65° 7 9
75° 1 2
85° 0 1
90° 0

rf 20%
rc 80% 50% 30%
rw 50% 30% 50% 30% 50% 30%
1 54 52 53 51 51 50
2 50 48 49 47 47 46
3 46 43 45 42 44 42
4 42 39 41 39 40 38
5 39 35 38 35 37 35
6 35 32 35 32 34 31
7 32 29 32 29 31 28
8 29 26 29 26 29 26
9 27 23 27 23 26 23
10 25 21 24 21 24 21

200
400
600
800

1000

50% 10%
Beam angle 49.3° Beam angle 82.1°

Initial fc fc at fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 28.7 5.1 14.4 9.6 2.9
10' 15.5 6.9 7.7 13.1 1.5
12' 9.6 8.7 4.8 16.5 1.0
14' 6.6 10.6 3.3 20.0 .7
16' 4.8 12.4 2.4 23.5 .5

Zone Lumens %lamp

0°-30° 565 15.71
0°-40° 773 21.48
0°-60° 925 25.69
0°-90° 936 26.02

90°-180° 0 0.0
0°-180° 936 26.02*

*Total Efficiency

From 0° cp. Lumens
0° 869
5° 864 82
15° 784 220
25° 570 263
35° 326 208
45° 131 110
55° 41 42
65° 6 9
75° 3 2
85° 1 1
90° 0

  rf   20%
rc 80% 70% 50%
rw 50% 30% 50% 30% 50% 30%
1 29 28 27 27 26 26
2 27 26 26 25 25 24
3 25 24 24 23 24 23
4 24 22 23 22 22 22
5 22 21 22 20 21 20
6 21 19 20 19 20 19
7 20 18 19 18 19 18
8 18 17 18 17 18 17
9 17 16 17 16 17 15

10 16 15 16 15 16 14

F6B3,(2) Philips PL-C 26W/27SH lamp, 0.9 s/mh, 3600 rated lumens, test no. 2195072601

F6L4, (2) Philips PL-C 26W/27SH lamp, .98 s/mh, 3600 rated lumens, Test no. 2197042405

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

552.2
763.9
996.5

1072.0
0.0

1072.0

15.3
21.2
27.7
29.8
0.0

*29.8
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

700

800

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

35
32
29
27
24
22
21
19
18
17
16

35
31
28
25
22
20
18
17
16
15
14

35
32
29
26
24
22
20
19
18
16
15

35
31
27
25
22
20
18
17
16
14
13

33
30
28
25
23
22
20
19
17
16
15

33
30
27
24
22
20
18
17
15
14
13

Task Height: 2.5ft.
50% beam - 53.6˚
10% beam - 85.8˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

25.8
13.9
8.6
5.9
4.3

5.6
7.6
9.6

11.6
13.6

12.9
6.9
4.3
2.9
2.1

10.2
13.9
17.7
21.4
25.1

2.6
1.4
0.9
0.6
0.4

cp Lumens
5
15
25
35
45
55
65
75
85
90

800
742
594
339
182
103
55
13
0
0

76
209
267
212
140
93
57
18
0



6" Finishing Trims

F6O2

OPEN REFLECTOR
Horizontal Lamp

Compatibility

Maximum Lamp
Used On Lamp Type Wattage IC/Non-IC
LF6 Compact fluorescent 2/26W DTT Non-IC

All dimensions are inches (centimeters).

Accessories
Order as separate catalog number.

CTR6 Oversize Trim Ring

Options

TRW White flange with anodized trims

FEATURES & SPECIFICATIONS
INTENDED USE
For use in Non-IC application with the LF6 frame-in.
CONSTRUCTION
Aluminum one-piece reflector.
White polyester powder coat paint. White integral flange.
Diffuse or specular finishes have matching integral flange.
INSTALLATION
Rough-ins utilize yoke for mechanical trim retention.
Socket housing attaches securely to reflector.
Reflectors accommodate ceilings up to 1-1/2" thick.
LISTING
UL listed to US and Canadian safety standards.
Damp location listed.

Specifications
Aperture Size (Inside
diameter): 6-1/8" (15.6)
Overlap Trim (Outside
Diameter): 7-1/2" (19)
Height: 6-5/8 (16.8)

Downlighting and Track Sheet #: F6O2-COM               COPN-130

Series

F6O2

F6O2

Finish

(blank) White
A Clear difuse

AZ Clear
specular open

G Gold diffuse
PR Pewter
GZ Gold specular

WTZ Wheat
specular

6-5/8"
(24.4)

7-1/2" (19.5)
6-1/8" (15.6)

Catalog Number

Notes Type

For shortest lead times, configure product using standard options (shown in bold).
Example: F6O2A

ORDERING INFORMATION



Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6O2 Open Reflector

50% 10%
Beam angle 51.6° Beam angle 87.9°

Initial fc fc at fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 35.5 5.3 17.8 10.6 3.6
10' 19.1 7.3 9.5 14.5 1.9
12' 11.9 9.2 5.9 18.3 1.2
14' 8.1 11.1 4.1 22.2 .8
16' 5.9 13.1 2.9 26.0 .6

Zone Lumens %lamp

0°-30° 726 20.18
0°-40° 1037 28.81
0°-60° 1397 38.81
0°-90° 1556 43.25

90°-180° 0 0.0
0°-180° 1556 43.25*

*Total Efficiency

From 0° cp. Lumens
0° 1073
5° 1071 102
15° 980 275
25° 757 349
35° 495 311
45° 268 214
55° 159 145
65° 96 96
75° 48 51
85° 9 13
90° 0

rf 20%
rc 80% 50% 30%
rw 50% 30% 50% 30% 50% 30%
1 47 46 44 43 43 42
2 43 41 41 39 39 38
3 39 37 37 35 36 35
4 36 33 35 32 34 32
5 33 30 32 30 31 29
6 31 28 30 27 29 27
7 28 25 28 25 27 25
8 26 23 26 23 25 23
9 25 22 24 21 23 21
10 23 20 22 20 22 19

F6O2A, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2195110901
50% 10%

Beam angle 58.6° Beam angle 98.8°
Initial fc fc at fc at

Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 31.0 6.2 15.5 12.8 3.1
10' 16.7 8.4 8.3 17.5 1.7
12' 10.4 10.7 5.2 22.2 1.0
14' 7.1 12.9 3.5 26.8 .7
16' 5.1 15.2 2.6 31.5 .5

Zone Lumens %lamp

0°-30° 737 20.48
0°-40° 1147 31.88
0°-60° 1676 46.57
0°-90° 1723 47.87

90°-180° 0 0.00
0°-180° 1723 47.87*

*Total Efficiency

From 0° cp. Lumens
0° 937
5° 961 47
15° 981 138
25° 842 195
35° 675 212
45° 485 185
55° 183 88
65° 31 19
75° 9 5
85° 2 1
90° 0

rf 20%
rc 80% 50% 30%
rw 50% 30% 50% 30% 50% 30%
1 52 51 49 48 48 47
2 48 46 46 44 45 43
3 44 42 42 40 41 40
4 41 38 39 37 38 36
5 38 34 36 34 35 33
6 34 31 33 31 33 30
7 31 28 30 28 30 27
8 29 26 28 25 27 25
9 26 23 26 23 25 22
10 24 21 24 21 23 20

F6O2, (2) Philips PL-C 26W/27SH lamp, 1.0 s/mh, 3600 rated lumens, Test no. 2195072501

Conversion Factor
Use multiplier to determine candlepower, lumens and
footcandles for gold (F6O2G) finish from F6O2A data.
Gold = .90

To calculate light levels for other wattage lamps, multiply the
footcandle levels by the ratio of desired-lamp lumens to
displayed-lamp lumens.

Example: fc level at 8' nadir for F6O2 (2)26DTT is 35.5.  With
(2)18DTT, fc level is 35.5 x .69 = 24.5fc.

Compact Fluorescent

Lamp Lumens Multiplier

(2)26DTT 3600 1.00

(2)18DTT 2500 0.69

(2)13DTT 1720 0.48

200
400
600
800

1000

F6O2AZ, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2193120701
50% 10%

Beam angle 58.6° Beam angle 98.8°
Initial fc fc at fc at

Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 29.3 6.7 14.7 13.8 2.9
10' 15.8 9.1 7.9 18.8 1.6
12' 9.8 11.5 4.9 23.8 1.0
14' 6.7 13.9 3.4 28.8 .7
16' 4.9 16.4 2.4 33.8 .5

Zone Lumens %lamp

0°-30° 741 20.60
0°-40° 1165 32.36
0°-60° 1750 48.62
0°-90° 1759 48.89

90°-180° 0 0.00
0°-180° 1759 48.89*

*Total Efficiency

From 0° cp. Lumens
0° 887
5° 903 87
15° 960 269
25° 841 387
35° 666 424
45° 569 424
55° 144 162
65° 7 9
75° 1 2
85° 0 1
90° 0

rf 20%
rc 80% 50% 30%
rw 50% 30% 50% 30% 50% 30%
1 54 52 53 51 51 50
2 50 48 49 47 47 46
3 46 43 45 42 44 42
4 42 39 41 39 40 38
5 39 35 38 35 37 35
6 35 32 35 32 34 31
7 32 29 32 29 31 28
8 29 26 29 26 29 26
9 27 23 27 23 26 23
10 25 21 24 21 24 21

200
400
600
800

1000

Sheet #: F6O2-COM

Lithonia Lighting
Recessed Downlighting
One Lithonia Way,  Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com©2000 Acuity Brands Lighting, Inc., Rev. 6/25/07

Energy (Calculated in accordance with NEMA standard LE-5.)

Fixture/ LER Annual* Lamps Lamp Ballast  Input
Reflector Energy Cost Lumens Factor Watts
LF6 DTT/F6O2 AZ 35.29 $6.80 (2) 18W DTT 2500 .95 35
LF6 DTT/F6O2 AZ 34.59 $6.94 (2) 26W DTT 3600 1 51
LF6 DTT/F6O2 GZ 33.93 $7.07 (2) 18W DTT 2500 .95 35
LF6 DTT/F6O2 30.35 $7.91 (2) 26W DTT 3600 1 51
LF6 DTT/F6O2A 33.88 $7.08 (2) 26W DTT 3600 1 51
LF6 DTT/F6O2A 31.27 $7.68 (2)18W DTT 2500 .95 35
*Comparative yearly lighting energy cost per 1000 lumens



6" Frame-in

LF6
FLUORESCENT

Non-IC
New Construction

All dimensions are inches (centimeters).

NOTES:
1 Not available with ADEZ or DMHL.
2 Electronic multi-volt ballast capable of operating any

line voltage from 120-277V, 50 or 60Hz.
3 Not available with EL or ELR.
4 Lens removal required before EL testing.
See trim specification sheet for maximum wattages.

LF6

FEATURES & SPECIFICATIONS
INTENDED USE
Recessed frame-in rated Non-IC for new construction and remodel applications.
Approved for all ceiling and wiring types.
CONSTRUCTION
Steel frame.  Cutout section on frame for remodel applications.
Galvanized bar hangers span up to 24” o.c. and feature built in nailer and T-bar clips.
Galvanized steel junction box with removable access door, four built-in romex clamps;
two 1/2" and four 3/4" knockouts with slots for pryout.
Maximum 8 (4in 4out)  No 12 AWG conductors. Rated for 90° C.
Ground wire provided.
ELECTRICAL SYSTEM
Socket attaches to reflector with pre-mounted screw to ensure proper and consistent
lamp position.
Multi-volt, 120V through 277V, electronic ballast with end of life protection.
Class P thermally protected ballast protects against improper contact with insulation.
Approved for through branch circuit wiring.
INSTALLATION
2 x 8 wood joist or T-bar installation.
Expandable bar hangers allow for off-center mounting in wood joist or T-bar ceilings.
Length of 25-1/4” maximum 13-1/4” minimum or cut to fit 10-1/2” on center joist
construction.
Reflector is secured to frame-in by mechanical trim retention.
Vertically adjustable yoke allows for flush mounting of trims to ceiling face.
Accomodates ceilings up to 1-1/2” thick.
LISTING
UL Listed to US and Canadian safety standards.
Damp location listed. (See trim selection for wet location listed.)

Accessories:  

Order as separate catalog number.

LBH 22" extended bar hangers, set of two
LCMB Channel bar mounting brackets, set of two
LSMC T-bar mounting clips, set of four

Volt

MVOLT2

120
277
3473

Downlighting and Track Sheet #: LF6-COM               CCFL-120

Specifications
Height: 3-1/2 (8.9)
(trim height varies)
Length: 13-1/4 (33.7)
Width: 12-1/4 (31.1)
Ceiling Opening:  7 (17.8)

6-7/8 (17.5)

6-7/8 (17.5)

11-3/8 (28.9)

8-3/4
(22.2)

Height varies.
See trim.

13-1/4 (33.7)

12-1/4
(31.1)

ReflectorOptions

DMHL Lutron Compact SE™
electronic dimming ballast,
120V or 277V; minimum
dimming level 5%.

ADEZ Advance Mark 10™
electronic dimming ballast,
120 or 277V; minimum
dimming level 5%

EL Emergency battery pack
with integral test switch4

ELR Emergency battery pack
with remote test switch4

BDP Ballast disconnect plug
(meets codes that require
in-fixture disconnect)

GMF Single slow-blow fuse
WLP 35K lamp (shipped

separately)
TRW White flange

Catalog Number

Notes Type

Lamps

2/13DTT1

2/18DTT
2/26DTT

Series

LF6 F6O2 White open
F6O2A Clear diffuse open

F6O2AZ Clear specular open
F6O2G Gold diffuse open

F6O2GZ Gold specular open
F6B3 Black baffle

F6B3W White baffle
F6W1 White wallwash

F6W1A Clear diffuse
wallwash

F6W1G Gold diffuse
wallwash

F6W1AZ Clear specular
wallwash

F6W1GZ Gold specular
wallwash

F6W1PR Pewter wallwash
F6W1WTZ Wheat specular

wallwash

F6LD1 PF Drop opal lens4

F6LD2 PF Drop prismatic lens4

F6LF1 PF Flush opal lens4

F6LF2 PF Flush prismatic lens4

F6LD3 White splay, drop opal
lens4

F6LDB3 Black baffle, drop opal
lens4

F6LF3 White splay,  flat white lens4

F6LFB3 Black baffle, flat white lens4

F6L4 White splay, flat fresnel
lens4

F6LB4 Black baffle, flat fresnel
lens4

F6LF73 White splay, tempered T73
flat prismatic lens4

F6LFB73 Black baffle, tempered T73
flat prismatic lens4

For shortest lead times, configure product using standard options (shown in bold).
Example: LF6 2/26DTT MVOLT F6O2AZ

ORDERING INFORMATION



LF6  Series 6" Fluorescent LF6 Full Reflector Trims

Lithonia Lighting
Recessed Downlighting
One Lithonia Way, Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com © 2002 Acuity Brands Lighting, Inc., Rev. 06/27/07Sheet #: LF6-COM

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6O2AZ, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2193120701
50% 10%

Beam angle 58.6° Beam angle 98.8°
Initial fc fc at fc at

Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 29.3 6.7 14.7 13.8 2.9
10' 15.8 9.1 7.9 18.8 1.6
12' 9.8 11.5 4.9 23.8 1.0
14' 6.7 13.9 3.4 28.8 .7
16' 4.9 16.4 2.4 33.8 .5

Zone Lumens %lamp

0°-30° 741 20.60
0°-40° 1165 32.36
0°-60° 1750 48.62
0°-90° 1759 48.89

90°-180° 0 0.00
0°-180° 1759 48.89*

*Total Efficiency

From 0° cp. Lumens
0° 887
5° 903 87
15° 960 269
25° 841 387
35° 666 424
45° 569 424
55° 144 162
65° 7 9
75° 1 2
85° 0 1
90° 0

rf 20%
rc 80% 50% 30%
rw 50% 30% 50% 30% 50% 30%
1 54 52 53 51 51 50
2 50 48 49 47 47 46
3 46 43 45 42 44 42
4 42 39 41 39 40 38
5 39 35 38 35 37 35
6 35 32 35 32 34 31
7 32 29 32 29 31 28
8 29 26 29 26 29 26
9 27 23 27 23 26 23
10 25 21 24 21 24 21

200
400
600
800

1000

50% 10%
Beam angle 49.3° Beam angle 82.1°

Initial fc fc at fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 28.7 5.1 14.4 9.6 2.9
10' 15.5 6.9 7.7 13.1 1.5
12' 9.6 8.7 4.8 16.5 1.0
14' 6.6 10.6 3.3 20.0 .7
16' 4.8 12.4 2.4 23.5 .5

Zone Lumens %lamp

0°-30° 565 15.71
0°-40° 773 21.48
0°-60° 925 25.69
0°-90° 936 26.02

90°-180° 0 0.0
0°-180° 936 26.02*

*Total Efficiency

From 0° cp. Lumens
0° 869
5° 864 82
15° 784 220
25° 570 263
35° 326 208
45° 131 110
55° 41 42
65° 6 9
75° 3 2
85° 1 1
90° 0

  rf   20%
rc 80% 70% 50%
rw 50% 30% 50% 30% 50% 30%
1 29 28 27 27 26 26
2 27 26 26 25 25 24
3 25 24 24 23 24 23
4 24 22 23 22 22 22
5 22 21 22 20 21 20
6 21 19 20 19 20 19
7 20 18 19 18 19 18
8 18 17 18 17 18 17
9 17 16 17 16 17 15

10 16 15 16 15 16 14

F6B3,(2) Philips PL-C 26W/27SH lamp, 0.9 s/mh, 3600 rated lumens, test no. 2195072601

F6L4, (2) Philips PL-C 26W/27SH lamp, .98 s/mh, 3600 rated lumens, Test no. 2197042405

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

552.2
763.9
996.5

1072.0
0.0

1072.0

15.3
21.2
27.7
29.8
0.0

*29.8
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

700

800

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

35
32
29
27
24
22
21
19
18
17
16

35
31
28
25
22
20
18
17
16
15
14

35
32
29
26
24
22
20
19
18
16
15

35
31
27
25
22
20
18
17
16
14
13

33
30
28
25
23
22
20
19
17
16
15

33
30
27
24
22
20
18
17
15
14
13

Task Height: 2.5ft.
50% beam - 53.6˚
10% beam - 85.8˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

25.8
13.9
8.6
5.9
4.3

5.6
7.6
9.6

11.6
13.6

12.9
6.9
4.3
2.9
2.1

10.2
13.9
17.7
21.4
25.1

2.6
1.4
0.9
0.6
0.4

cp Lumens
5
15
25
35
45
55
65
75
85
90

800
742
594
339
182
103
55
13
0
0

76
209
267
212
140
93
57
18
0



All dimensions are inches (centimeters).

Series

LF6

NOTES:
1 Not available with DMHL or WLP.
2 Electronic multi-volt ballast capable of operating any line

voltage from 120-277V, 50 or 60Hz.
3 For dimensional changes, refert o accessories tab. For two-

lamp operation, consult factory.
4 Lens removal required before EL testing.
See trim specification sheet for maximum wattages.

LF6

FEATURES & SPECIFICATIONS
INTENDED USE
Recessed frame-in rated Non-IC for new construction only.
Approved for all ceiling types and wiring types.
CONSTRUCTION
Rugged galvanized steel frame.
Cutout section on frame for remodel applications.
Galvanized bar hangers span up to 24” o.c. and feature built in nailer and T-
bar clips.
Galvanized steel junction box with removable access door, (4) romex
knockouts, (2) 3/4” and (4) 1/2” nominal conduit knockouts with pryout slots.
Rated for through branch wiring.
Maximum 8 (4in 4out)  No 12 AWG conductors. Rated for 90° C.
Ground wire provided.
ELECTRICAL SYSTEM
Socket housing attaches to reflector with pre-mounted screw to ensure
proper and consistent lamp position.
Multi-volt, 120V through 277V, electronic ballast with end of life protection.
Thermally protected against improper contact with insulation and approved
for through-branch circuit wiring.
INSTALLATION
T-bar or wood joist installation.
Barhangers expand to a length of 25-1/4” maximum, 13-1/4” minimum.
Vertically adjustable yoke allows for flush mounting of trims to ceiling face.
Maximum ceiling thickness determined by finishing trim.  See  specific trim
page.
LISTING
UL Listed to US and Canadian safety standards.
Damp location listed. (See trim selection for wet location listing.)

ADEZ Advance Mark 10™
electronic dimming ballast.
Must specify 120V or 277V
(26TRT, 32TRT, 42TRT).
Minimum dimming level 5%.

DMHL Lutron Compact SE™
electronic dimming ballast,
120V or 277V (26TRT, 32TRT,
42TRT).  Requires 4-pin
lamp.  Minimum dimming
level 5%.

Accessories
Order as separate catalog numbers.

LCMB Channel bar mounting brackets, set of two
LSMC T-bar mounting clips, set of four

Lamps

1/26-42TRT1

1/26TRT
1/32TRT
1/42TRT

Volts

MVOLT2

347

Downlighting and Track Sheet #: LF6-SINGLE-COM                        CCFL-125

Specifications
Height:  (trim height varies)
Length: 13 (33)
Width: 8-1/2 (21.6)
Ceiling Opening:  7 (17.8)

Reflector

F6O1A Clear diffuse open
F6O1AZ Clear specular low

iridescent open
F6W4A Clear diffuse wallwash

F6W4AZ Clear specular wallwash
low iridescent

F6LS4 White splay flat clear glass
lens4

F6LS73 White splay glass T73
tempered prismatic lens4

EL Emergency battery pack
with integral test switch.3

ELR Emergency battery pack
with remote test switch.3

WLP 35K lamp (shipped
separately).

TRW White flange.
BDP Ballast disconnect plug

(meets codes that require
in-fixture disconnect).

Options

Catalog Number

Notes Type

6” Frame In

LF6
SINGLE LAMP

FLUORESCENT
Horizontal TRT

Single Lamp
Non-IC

New Construction

6-7/8"

11-3/8"

8-1/2"

13-1/2"

6-7/8"

12-7/8"

6-1/2"

For shortest lead times, configure product using standard options (shown in bold).
Example: LF6 1/26-42TRT MVOLT F6O1A

ORDERING INFORMATION



LF6   Single Lamp

Lithonia Lighting
Recessed Downlighting
One Lithonia Way, Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com © 2004 Acuity Brands Lighting, Inc., Rev. 09/14/07Sheet #: LF6-SINGLE-COM

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6O1AZ, (1) Philips PL-C 32W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. LTL12515

Zone Lumens % Lamp

0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

483.7
780.1
1245.0
1261.5

0.0
1261.5

20.2
32.5
51.9
52.6
0.0

*52.6
*Total Eff iciency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

63
57
52
47
42
38
35
32
29
27
25

63
55
49
43
38
34
31
28
25
23
21

61
56
51
46
42
38
34
32
29
27
25

61
54
48
43
38
34
31
28
25
23
21

58
54
49
44
40
37
34
31
28
26
24

58
53
47
42
37
33
30
27
25
23
21

Task Height: 2.5ft.
50% beam - 62.9˚ 10% beam -

104.1˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

19.8
10.6
6.6
4.5
3.3

6.7
9.2

11.6
14.1
16.5

9.9
5.3
3.3
2.3
1.6

14.1
19.2
24.3
29.5
34.6

2.0
1.1
0.7
0.5
0.3

cp Lumens

0
5
15
25
35
45
55
65
75
85
90

598
612
639
533
471
444
137
11
3
1
0

59
178
247
296
330
135
12
3
1



All dimensions are inches (centimeters).

Options

TRW White flange with anodized trims

FEATURES & SPECIFICATIONS
INTENDED USE
For use in Non-IC application with LF6 frame-in and IC application with LIF6.
Wallwash reflector intended to direct light with a horizontal component to
increase light intensity on walls, as well as provide downward light on
horizontal surfaces. (Kicker must face wall to be illuminated.)
CONSTRUCTION
Semi-specular kicker used for wallwash.
All white reflector has baked polyester powder coat paint with clear kicker
and white integral flange.
Clear diffuse or specular finishes have matching kicker and integral flange.
INSTALLATION
Socket housing attaches to reflector to ensure proper and consistent lamp
position.
Reflectors accommodate ceilings up to 1/2" thick.
LISTING
UL listed to US and Canadian safety standards.
Damp location listed.

6" Finishing Trims

F6W1

OPEN WALLWASH
Horizontal Lamp

Downlighting and Track Sheet #: F6W1-COM               CWLL-140

Series

F6W1

F6W1

Finish

(blank) White
A Clear diffuse

AZ Clear specular
PR Pewter

G Gold diffuse
GZ Gold specular

WTZ Wheat specular

6-5/8"
(24.4)

7-1/2" (19.5)
6-1/4" (15.9)

Specifications

Height:  6-5/8 (24.4)
Lamp Opening: 6-1/4 (15.9)
Diameter: 7-1/2 (19.5)

Catalog Number

Notes Type

Housing Compatibility
Housing and trim ordered separately.

Application Source Maximum wattage Housing
Non-IC Fluorescent 2/26 DTT LF6

For shortest lead times, configure product using standard options (shown in bold).
Example: F6W1A

ORDERING INFORMATION



F6W1 Open Wallwash

F6W1A, (2) Philips PL-C 26W/27SH lamp, .9 s/mh, 3600 rated lumens, Test no. 2195121901

Sheet #: F6W1-COM

Lithonia Lighting
Recessed Downlighting
One Lithonia Way,  Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com©2000 Acuity Brands Lighting, Inc., Rev. 06/25/07

1’

2’

3’

4’

5’

6’

7’

8’

Footcandle values are initial and tables are based on a minimum of 6 units.
For fixture-to-wall distance other than those shown, use maximum of 1 to 1
spacing (distance between fixtures not more than distance to wall) for best
results.

Energy (Calculated in accordance with NEMA standard LE-5.)

Fixture/ LER Annual* Lamps Lamp Ballast  Input
Reflector Energy Cost Lumens Factor Watts
LF6 DTT/F6W1A 31.27 $7.68 (2) 18W DTT 2400 .95 35
LF6 DTT/F6W1A 33.18 $7.23 (2) 26W DTT 3600 1 51
*Comparative yearly lighting energy cost per 1000 lumens



All dimensions are inches (centimeters).

Options

TRW White flange with anodized trims

FEATURES & SPECIFICATIONS
INTENDED USE
For use in Non-IC application with LF6 1/26-42TRT frame-in.
Wallwash reflector intended to direct light with a horizontal component to
increase light intensity on walls, as well as provide downward light on
horizontal surfaces. (Kicker must face wall to be illuminated.)
CONSTRUCTION
Diffuse kicker used for wallwash.
Anodized reflectors available in clear, low iridescenct specular and clear
diffuse.
Integral Flange.
INSTALLATION
Rough-ins utilize yoke for mechanical trim retention.
Socket housing attaches securely to reflector.
Reflectors accommodate ceilings up to 1-1/2" thick.
LISTING
UL listed to US and Canadian safety standards.
Damp location listed.

6" Finishing Trims

F6W4
OPEN WALLWASH

Horizontal TRT
Single Lamp
Fluorescent

Downlighting and Track Sheet #: F6W4-COM               CWLL-143

Series

F6W4

F6W4

Finish

A Clear diffuse
AZ Clear low iridescent

specular
PR Pewter
GZ Gold specular

WTZ Wheat specular

6-5/8"
(24.4)

7-1/2" (19.5)
6-1/4" (15.9)

Specifications

Height:  6-5/8 (24.4)
Lamp Opening: 6-1/4 (15.9)
Diameter: 7-1/2 (19.5)

Catalog Number

Notes Type

Compatibiltiy

Maximum Lamp
Used On Lamp Type Wattage IC/Non-IC
LF6 1/26-42TRT Compact Fluorescent 42W TRT Non-IC

For shortest lead times, configure product using standard options (shown in bold).
Example: F6W4AZ

ORDERING INFORMATION



F6W4 Single Lamp, Open Wallwash

Sheet #: F6W4-COM

Lithonia Lighting
Recessed Downlighting
One Lithonia Way,  Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com©2004 Acuity Brands Lighting, Inc., 09/14/07

1’

2’

3’

4’

5’

6’

7’

8’

Footcandle values are initial and tables are based on a minimum of 6 units.
For fixture-to-wall distance other than those shown, use maximum of 1 to 1
spacing (distance between fixtures not more than distance to wall) for best
results.

Electrical Characteristics
120 Volt HPF 277 Volt HPF

Maximum Input Maximum Input
Lamp current watts current watts
(1) 26TRT 0.240 29.0 0.110 29.0
(1) 32TRT 0.310 36.0 0.130 36.0
(1) 42TRT 0.380 46.0 0.170 46.0
Tested to current IES and NEMA standards under stabilized
laboratory conditions. Various operating factors can cause
differences between laboratory data and actual field mea-
surements. Dimensions and specifications are based on the
most current available data and are subject to change with-
out notice.



6" Frame-in

LF6
FLUORESCENT

Non-IC
New Construction

All dimensions are inches (centimeters).

NOTES:
1 Not available with ADEZ or DMHL.
2 Electronic multi-volt ballast capable of operating any

line voltage from 120-277V, 50 or 60Hz.
3 Not available with EL or ELR.
4 Lens removal required before EL testing.
See trim specification sheet for maximum wattages.

LF6

FEATURES & SPECIFICATIONS
INTENDED USE
Recessed frame-in rated Non-IC for new construction and remodel applications.
Approved for all ceiling and wiring types.
CONSTRUCTION
Steel frame.  Cutout section on frame for remodel applications.
Galvanized bar hangers span up to 24” o.c. and feature built in nailer and T-bar clips.
Galvanized steel junction box with removable access door, four built-in romex clamps;
two 1/2" and four 3/4" knockouts with slots for pryout.
Maximum 8 (4in 4out)  No 12 AWG conductors. Rated for 90° C.
Ground wire provided.
ELECTRICAL SYSTEM
Socket attaches to reflector with pre-mounted screw to ensure proper and consistent
lamp position.
Multi-volt, 120V through 277V, electronic ballast with end of life protection.
Class P thermally protected ballast protects against improper contact with insulation.
Approved for through branch circuit wiring.
INSTALLATION
2 x 8 wood joist or T-bar installation.
Expandable bar hangers allow for off-center mounting in wood joist or T-bar ceilings.
Length of 25-1/4” maximum 13-1/4” minimum or cut to fit 10-1/2” on center joist
construction.
Reflector is secured to frame-in by mechanical trim retention.
Vertically adjustable yoke allows for flush mounting of trims to ceiling face.
Accomodates ceilings up to 1-1/2” thick.
LISTING
UL Listed to US and Canadian safety standards.
Damp location listed. (See trim selection for wet location listed.)

Accessories:  

Order as separate catalog number.

LBH 22" extended bar hangers, set of two
LCMB Channel bar mounting brackets, set of two
LSMC T-bar mounting clips, set of four

Volt

MVOLT2

120
277
3473

Downlighting and Track Sheet #: LF6-COM               CCFL-120

Specifications
Height: 3-1/2 (8.9)
(trim height varies)
Length: 13-1/4 (33.7)
Width: 12-1/4 (31.1)
Ceiling Opening:  7 (17.8)

6-7/8 (17.5)

6-7/8 (17.5)

11-3/8 (28.9)

8-3/4
(22.2)

Height varies.
See trim.

13-1/4 (33.7)

12-1/4
(31.1)

ReflectorOptions

DMHL Lutron Compact SE™
electronic dimming ballast,
120V or 277V; minimum
dimming level 5%.

ADEZ Advance Mark 10™
electronic dimming ballast,
120 or 277V; minimum
dimming level 5%

EL Emergency battery pack
with integral test switch4

ELR Emergency battery pack
with remote test switch4

BDP Ballast disconnect plug
(meets codes that require
in-fixture disconnect)

GMF Single slow-blow fuse
WLP 35K lamp (shipped

separately)
TRW White flange

Catalog Number

Notes Type

Lamps

2/13DTT1

2/18DTT
2/26DTT

Series

LF6 F6O2 White open
F6O2A Clear diffuse open

F6O2AZ Clear specular open
F6O2G Gold diffuse open

F6O2GZ Gold specular open
F6B3 Black baffle

F6B3W White baffle
F6W1 White wallwash

F6W1A Clear diffuse
wallwash

F6W1G Gold diffuse
wallwash

F6W1AZ Clear specular
wallwash

F6W1GZ Gold specular
wallwash

F6W1PR Pewter wallwash
F6W1WTZ Wheat specular

wallwash

F6LD1 PF Drop opal lens4

F6LD2 PF Drop prismatic lens4

F6LF1 PF Flush opal lens4

F6LF2 PF Flush prismatic lens4

F6LD3 White splay, drop opal
lens4

F6LDB3 Black baffle, drop opal
lens4

F6LF3 White splay,  flat white lens4

F6LFB3 Black baffle, flat white lens4

F6L4 White splay, flat fresnel
lens4

F6LB4 Black baffle, flat fresnel
lens4

F6LF73 White splay, tempered T73
flat prismatic lens4

F6LFB73 Black baffle, tempered T73
flat prismatic lens4

For shortest lead times, configure product using standard options (shown in bold).
Example: LF6 2/26DTT MVOLT F6O2AZ

ORDERING INFORMATION



LF6  Series 6" Fluorescent LF6 Full Reflector Trims

Lithonia Lighting
Recessed Downlighting
One Lithonia Way, Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com © 2002 Acuity Brands Lighting, Inc., Rev. 06/27/07Sheet #: LF6-COM

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6O2AZ, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2193120701
50% 10%

Beam angle 58.6° Beam angle 98.8°
Initial fc fc at fc at

Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 29.3 6.7 14.7 13.8 2.9
10' 15.8 9.1 7.9 18.8 1.6
12' 9.8 11.5 4.9 23.8 1.0
14' 6.7 13.9 3.4 28.8 .7
16' 4.9 16.4 2.4 33.8 .5

Zone Lumens %lamp

0°-30° 741 20.60
0°-40° 1165 32.36
0°-60° 1750 48.62
0°-90° 1759 48.89

90°-180° 0 0.00
0°-180° 1759 48.89*

*Total Efficiency

From 0° cp. Lumens
0° 887
5° 903 87
15° 960 269
25° 841 387
35° 666 424
45° 569 424
55° 144 162
65° 7 9
75° 1 2
85° 0 1
90° 0

rf 20%
rc 80% 50% 30%
rw 50% 30% 50% 30% 50% 30%
1 54 52 53 51 51 50
2 50 48 49 47 47 46
3 46 43 45 42 44 42
4 42 39 41 39 40 38
5 39 35 38 35 37 35
6 35 32 35 32 34 31
7 32 29 32 29 31 28
8 29 26 29 26 29 26
9 27 23 27 23 26 23
10 25 21 24 21 24 21

200
400
600
800

1000

50% 10%
Beam angle 49.3° Beam angle 82.1°

Initial fc fc at fc at
Mount  at beam Beam beam Beam beam
height  center diameter edge diameter edge

8' 28.7 5.1 14.4 9.6 2.9
10' 15.5 6.9 7.7 13.1 1.5
12' 9.6 8.7 4.8 16.5 1.0
14' 6.6 10.6 3.3 20.0 .7
16' 4.8 12.4 2.4 23.5 .5

Zone Lumens %lamp

0°-30° 565 15.71
0°-40° 773 21.48
0°-60° 925 25.69
0°-90° 936 26.02

90°-180° 0 0.0
0°-180° 936 26.02*

*Total Efficiency

From 0° cp. Lumens
0° 869
5° 864 82
15° 784 220
25° 570 263
35° 326 208
45° 131 110
55° 41 42
65° 6 9
75° 3 2
85° 1 1
90° 0

  rf   20%
rc 80% 70% 50%
rw 50% 30% 50% 30% 50% 30%
1 29 28 27 27 26 26
2 27 26 26 25 25 24
3 25 24 24 23 24 23
4 24 22 23 22 22 22
5 22 21 22 20 21 20
6 21 19 20 19 20 19
7 20 18 19 18 19 18
8 18 17 18 17 18 17
9 17 16 17 16 17 15

10 16 15 16 15 16 14

F6B3,(2) Philips PL-C 26W/27SH lamp, 0.9 s/mh, 3600 rated lumens, test no. 2195072601

F6L4, (2) Philips PL-C 26W/27SH lamp, .98 s/mh, 3600 rated lumens, Test no. 2197042405

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

552.2
763.9
996.5

1072.0
0.0

1072.0

15.3
21.2
27.7
29.8
0.0

*29.8
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

700

800

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

35
32
29
27
24
22
21
19
18
17
16

35
31
28
25
22
20
18
17
16
15
14

35
32
29
26
24
22
20
19
18
16
15

35
31
27
25
22
20
18
17
16
14
13

33
30
28
25
23
22
20
19
17
16
15

33
30
27
24
22
20
18
17
15
14
13

Task Height: 2.5ft.
50% beam - 53.6˚
10% beam - 85.8˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

25.8
13.9
8.6
5.9
4.3

5.6
7.6
9.6

11.6
13.6

12.9
6.9
4.3
2.9
2.1

10.2
13.9
17.7
21.4
25.1

2.6
1.4
0.9
0.6
0.4

cp Lumens
5
15
25
35
45
55
65
75
85
90

800
742
594
339
182
103
55
13
0
0

76
209
267
212
140
93
57
18
0



All dimensions are inches (centimeters).

Series

LF6

NOTES:
1 Not available with DMHL or WLP.
2 Electronic multi-volt ballast capable of operating any line

voltage from 120-277V, 50 or 60Hz.
3 For dimensional changes, refert o accessories tab. For two-

lamp operation, consult factory.
4 Lens removal required before EL testing.
See trim specification sheet for maximum wattages.

LF6

FEATURES & SPECIFICATIONS
INTENDED USE
Recessed frame-in rated Non-IC for new construction only.
Approved for all ceiling types and wiring types.
CONSTRUCTION
Rugged galvanized steel frame.
Cutout section on frame for remodel applications.
Galvanized bar hangers span up to 24” o.c. and feature built in nailer and T-
bar clips.
Galvanized steel junction box with removable access door, (4) romex
knockouts, (2) 3/4” and (4) 1/2” nominal conduit knockouts with pryout slots.
Rated for through branch wiring.
Maximum 8 (4in 4out)  No 12 AWG conductors. Rated for 90° C.
Ground wire provided.
ELECTRICAL SYSTEM
Socket housing attaches to reflector with pre-mounted screw to ensure
proper and consistent lamp position.
Multi-volt, 120V through 277V, electronic ballast with end of life protection.
Thermally protected against improper contact with insulation and approved
for through-branch circuit wiring.
INSTALLATION
T-bar or wood joist installation.
Barhangers expand to a length of 25-1/4” maximum, 13-1/4” minimum.
Vertically adjustable yoke allows for flush mounting of trims to ceiling face.
Maximum ceiling thickness determined by finishing trim.  See  specific trim
page.
LISTING
UL Listed to US and Canadian safety standards.
Damp location listed. (See trim selection for wet location listing.)

ADEZ Advance Mark 10™
electronic dimming ballast.
Must specify 120V or 277V
(26TRT, 32TRT, 42TRT).
Minimum dimming level 5%.

DMHL Lutron Compact SE™
electronic dimming ballast,
120V or 277V (26TRT, 32TRT,
42TRT).  Requires 4-pin
lamp.  Minimum dimming
level 5%.

Accessories
Order as separate catalog numbers.

LCMB Channel bar mounting brackets, set of two
LSMC T-bar mounting clips, set of four

Lamps

1/26-42TRT1

1/26TRT
1/32TRT
1/42TRT

Volts

MVOLT2

347

Downlighting and Track Sheet #: LF6-SINGLE-COM                        CCFL-125

Specifications
Height:  (trim height varies)
Length: 13 (33)
Width: 8-1/2 (21.6)
Ceiling Opening:  7 (17.8)

Reflector

F6O1A Clear diffuse open
F6O1AZ Clear specular low

iridescent open
F6W4A Clear diffuse wallwash

F6W4AZ Clear specular wallwash
low iridescent

F6LS4 White splay flat clear glass
lens4

F6LS73 White splay glass T73
tempered prismatic lens4

EL Emergency battery pack
with integral test switch.3

ELR Emergency battery pack
with remote test switch.3

WLP 35K lamp (shipped
separately).

TRW White flange.
BDP Ballast disconnect plug

(meets codes that require
in-fixture disconnect).

Options

Catalog Number

Notes Type

6” Frame In

LF6
SINGLE LAMP

FLUORESCENT
Horizontal TRT

Single Lamp
Non-IC

New Construction

6-7/8"

11-3/8"

8-1/2"

13-1/2"

6-7/8"

12-7/8"

6-1/2"

For shortest lead times, configure product using standard options (shown in bold).
Example: LF6 1/26-42TRT MVOLT F6O1A

ORDERING INFORMATION



LF6   Single Lamp

Lithonia Lighting
Recessed Downlighting
One Lithonia Way, Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com © 2004 Acuity Brands Lighting, Inc., Rev. 09/14/07Sheet #: LF6-SINGLE-COM

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6O1AZ, (1) Philips PL-C 32W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. LTL12515

Zone Lumens % Lamp

0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

483.7
780.1
1245.0
1261.5

0.0
1261.5

20.2
32.5
51.9
52.6
0.0

*52.6
*Total Eff iciency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

63
57
52
47
42
38
35
32
29
27
25

63
55
49
43
38
34
31
28
25
23
21

61
56
51
46
42
38
34
32
29
27
25

61
54
48
43
38
34
31
28
25
23
21

58
54
49
44
40
37
34
31
28
26
24

58
53
47
42
37
33
30
27
25
23
21

Task Height: 2.5ft.
50% beam - 62.9˚ 10% beam -

104.1˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

19.8
10.6
6.6
4.5
3.3

6.7
9.2

11.6
14.1
16.5

9.9
5.3
3.3
2.3
1.6

14.1
19.2
24.3
29.5
34.6

2.0
1.1
0.7
0.5
0.3

cp Lumens

0
5
15
25
35
45
55
65
75
85
90

598
612
639
533
471
444
137
11
3
1
0

59
178
247
296
330
135
12
3
1



All dimensions are inches (centimeters).

FEATURES & SPECIFICATIONS
INTENDED USE
For use in Non-IC application with LF6 frame-in.
CONSTRUCTION
Aluminum one-piece reflector. White integral plastic flange.
White polyester powder coat paint.
Opal or prismatic polycarbonate diffuser.
INSTALLATION
Rough-ins utilize yoke for mechanical trim retention.
Socket housing attaches securely to reflector.
Reflectors accommodate ceilings up to 1/2" thick.
LISTING
UL Listed to U.S. and Canadian safety standards.
Wet location listed.

Specifications
Height:  5-1/2 (14)
Lamp Opening: 5-5/8 (14.3)
Diameter: 7-5/8 (19.4)

6" Finishing Trim

F6L1/2

LENS
Horizontal  Lamp

Fluorescent
Narrow Flange

Catalog Number

Notes Type

Housing Compatibility
Housing and trim ordered separately.

Application Source Maximum wattage Housing

Non-IC Fluorescent 2/26 DTT LF6

Accessories: 
Order as separate catalog number.

CTR6 Oversize trim ring

Downlighting and Track Sheet #: F6L1-2-COM               CLNS-130

Series
F6LD1 PF Drop opal lens
F6LD2 PF Drop prismatic lens
F6LF1 PF Flush opal lens
F6LF2 PF Flush prismatic lens

5-5/8" (14.3)
7-5/8" (19.4)

Energy (Calculated in accordance with NEMA standard LE-5.)
Fixture/ LER Annual* Lamps Lamp Ballast  Input

Reflector Energy Cost Lumens Factor Watts
LF6 DTT/F6LD1 PF 11.83 $20.28 (2) 13W DTT 1560 1 29
LF6 DTT/F6LD1 PF 18.61 $12.90 (2) 26W DTT 3650 1 51
LF6 DTT/F6LD2 PF 13.45 $17.85 (2) 13W DTT 1560 1 29
LF6 DTT/F6LD2 PF 21.47 $11.18 (2) 26W DTT 3650 1 51
LF6 DTT/F6LF1 PF 10.76 $22.31 (2) 13W DTT 1560 1 29
LF6 DTT/F6LF1 PF 17.18 $13.97 (2) 26W DTT 3650 1 51
LF6 DTT/F6LF2 PF 12.37 $19.40 (2) 13W DTT 1560 1 29
LF6 DTT/F6LF2 PF 20.04 $11.98 (2) 26W DTT 3650 1 51
*Comparative yearly lighting energy cost per 1000 lumens

For shortest lead times, configure product using standard options (shown in bold).
Example: F6LD1 PFI

ORDERING INFORMATION



F6L1/2 6" Lens Horizontal Fluorescent Trim

Sheet #: F6L1-2-COM

Lithonia Lighting
Recessed Downlighting
One Lithonia Way,  Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com©2000 Acuity Brands Lighting, Inc., Rev. 06/25/07

F6LF2 PF, (2) 26W DTT lamp, 1.0 s/mh, 3650 rated lumens, Test no. LTL10799

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6LD1 PF, (2) 26W DTT lamp, 1.3 s/mh, 3650 rated lumens, Test no. LTL10796

F6LD2 PF (2) 26W DTT lamp, 1.0 s/mh, 3650 rated lumens, Test no. LTL10797

F6LF1 PF, (2) 26W DTT lamp, 1.3 s/mh, 3650 rated lumens, Test no. LTL10798

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

0˚ - 180˚

216.8
360.7
668.4
942.0
957.6

5.9
9.9
18.3
25.8

*26.2
*Total Efficiency

 10˚  30˚

 50˚

 70˚

 90˚ 110˚ 130˚ 150˚ 170˚

100

200

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

31
26
23
20
17
15
14
12
11
10
10

31
25
21
17
15
13
11
10
09
08
07

30
26
22
19
17
15
14
12
11
10
09

30
25
20
17
15
13
11
10
09
08
07

29
25
21
18
16
14
13
12
11
10
09

29
24
20
17
14
12
11
10
09
08
07

Task Height: 2.5ft.

50% beam - 
66.2˚

10% beam -
112.9˚Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

9.1
4.9
3.1
2.1
1.5

7.2
9.8

12.4
15.0
17.6

4.5
2.4
1.5
1.0
0.8

16.6
22.6
28.6
34.7
40.7

0.9
0.5
0.3
0.2
0.2

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

275
274
266
252
230
203
169
130
88
46
34

26
75
116
144
157
151
129
93
52

Zone Lumens % Lamp

0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

0˚ - 180˚

391.9
588.3
858.7

1069.3
1076.1

10.7
16.1
23.5
29.3

*29.5
*Total Efficiency

 10˚  30˚

 50˚

 70˚

 90˚ 110˚ 130˚ 150˚ 170˚

100

200

300

400

500

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

35
31
27
24
22
20
18
16
15
14
13

35
29
25
22
19
17
15
14
13
12
11

34
30
27
24
21
19
18
16
15
14
13

34
29
25
22
19
17
15
14
13
12
11

33
29
25
23
21
19
17
16
15
13
13

33
28
24
21
19
17
15
14
12
11
11

Task Height: 2.5ft.

50% beam - 
53.5˚

10% beam - 
93.3˚Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

19.4
10.4
6.5
4.4
3.2

5.5
7.6
9.6

11.6
13.6

9.7
5.2
3.2
2.2
1.6

11.7
15.9
20.1
24.4
28.6

1.9
1.0
0.6
0.4
0.3

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

586
572
506
431
315
199
127
103
70
30
8

53
142
196
196
154
116
102
75
34

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

240.3
395.1
702.5
881.0
0.0

881.0

6.6
10.8
19.2
24.1
0.0

*24.1
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

29
25
22
19
17
15
14
12
11
10
10

29
24
20
17
15
13
12
10
09
08
08

28
25
21
19
17
15
13
12
11
10
09

28
24
20
17
15
13
11
10
09
08
08

27
24
21
18
16
14
13
12
11
10
09

27
23
19
17
14
13
11
10
09
08
07

Task Height: 2.5ft.

50% beam - 
65.1̊

10% beam -
110.0˚Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

10.1
5.4
3.4
2.3
1.7

7.0
9.6

12.1
14.7
17.2

5.1
2.7
1.7
1.2
0.8

15.7
21.4
27.1
32.8
38.6

1.0
0.5
0.3
0.2
0.2

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

306
306
297
277
247
210
163
110
55
9
0

29
84
128
155
162
145
109
58
12

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

455.3
653.1
870.1

1017.5
0.0

1017.5

12.5
17.9
23.8
27.9
0.0

*27.9
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

700

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

33
30
26
24
22
20
18
17
16
15
14

33
28
25
22
20
18
16
15
13
12
12

32
29
26
23
21
19
18
17
15
14
13

32
28
24
22
19
17
16
15
13
12
12

31
28
25
23
21
19
17
16
15
14
13

31
27
24
21
19
17
16
14
13
12
11

Task Height: 2.5ft.

50% beam - 
51.6˚

10% beam - 
87.1̊Mounting

Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

22.7
12.2
7.6
5.2
3.8

5.3
7.3
9.2

11.1
13.1

11.4
6.1
3.8
2.6
1.9

10.5
14.3
18.1
21.9
25.7

2.3
1.2
0.8
0.5
0.4

cp Lumens
0
5
15
25
35
45
55
65
75
85
90

688
681
613
483
322
165
97
70
51
25
0

64
171
221
198
129
88
69
53
25



All dimensions are inches (centimeters).

FEATURES & SPECIFICATIONS
INTENDED USE
For use in Non-IC application with LF6 frame-in.
CONSTRUCTION
Aluminum one piece reflector. White integral flange.
White polyester powder coat paint.
Drop opal, flat white or fresnel glass lens.
INSTALLATION
Rough-ins utilize yoke for mechanical trim retention.
Socket housing attaches securely to reflector.
Reflectors accommodate ceilings up to 3/4" thick.
LISTING
U.L. Listed to U.S. and Canadian safety standards.
Wet location listed.

Specifications
Height:  5-1/2 (14)
Lamp Opening: 6 (15.2)
Diameter: 7-5/8 (19.4)

6" Finishing Trim

F6L3/4

GLASS LENS
Horizontal  Lamp

Fluorescent
Narrow Flange

Catalog Number

Notes Type

Housing Compatibility
Housing and trim ordered separately.

Application Source Maximum wattage Housing

Non-IC Fluorescent 2/26 DTT LF6

Accessories: 
Order as separate catalog number.

CTR6 Oversize trim ring

Downlighting and Track Sheet #: F6L3-4-COM               CLNS-140

6" (15.2)
7-5/8" (19.4)

Energy (Calculated in accordance with NEMA standard LE-5.)
Fixture/ LER Annual* Lamps Lamp Ballast  Input

Reflector Energy Cost Lumens Factor Watts
LF6 DTT/F6L4 13.99 $17.16 (2) 13WDTT 1560 1 29
LF6 DTT/F6L4 21.18 $11.33 (2) 26W DTT 3600 1 51
LF6 DTT/F6BL4 11.30 $21.25 (2)13W DTT 1560 1 29
LF6 DTT/F6BL4 15.61 $15.38 (2) 18W DTT 2500 .95 35
LF6 DTT/F6BL4 17.65 $13.60 (2) 26W DTT 3600 1 51
LF6 DTT/F6LF3 11.83 $20.28 (2)13W DTT 1560 1 29
LF6 DTT/F6LF3 17.65 $13.60 (2) 26W DTT 3600 1 51
LF6 DTT/F6LF73 21.18 $11.33 (2) 26W DTT 3600 1 51
LF6 DTT/F6LFB3 9.14 $26.24 (2)13W DTT 1560 1 29
LF6 DTT/F6LFB3 12.00 $20.00 (2) 26W DTT 3600 1 51
LF6 DTT/F6LFB73 15.53 $15.45 (2) 26W DTT 3600 1 51
*Comparative yearly lighting energy cost per 1000 lumens

Series

F6LD3 White splay drop opal lens
F6LDB3 Black baffle splay drop prismatic lens

F6LF3 White splay flat white lens
F6LFB3 Black baffle splay flat white lens

F6L4 White splay fresnel lens
F6LB4 Black baffle splay fresnel lens

F6LB73 Black baffle T73 tempered prismatic lens

For shortest lead times, configure product using standard options (shown in bold).
Example: F6LD3I

ORDERING INFORMATION



F6L3/4 6" Glass Lens Horizontal Fluorescent Trim

Sheet #: F6L3-4-COM

Lithonia Lighting
Recessed Downlighting
One Lithonia Way,  Conyers, GA 30012
Phone: 800-315-4935  Fax: 770-918-1209
www.lithonia.com©2000 Acuity Brands Lighting, Inc., Rev. 06/22/07

Distribution curve Distribution data Output data Coefficient of utilization Single luminaire data 30" above floor

F6LD3, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2197042407

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

270.6
434.7
736.6
909.9
0.0

909.9

7.5
12.1
20.5
25.3
0.0

*25.3
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

30
26
23
20
18
16
15
13
12
11
10

30
25
21
18
16
14
12
11
10
09
08

29
26
23
20
18
16
14
13
12
11
10

29
25
21
18
16
14
12
11
10
09
08

28
25
22
19
17
15
14
13
12
11
10

28
24
20
18
15
14
12
11
10
09
08

Task Height: 2.5ft. 50% beam - 60.7˚
10% beam - 106.3˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

12.1
6.5
4.0
2.8
2.0

6.4
8.8

11.1
13.5
15.8

6.0
3.2
2.0
1.4
1.0

14.7
20.0
25.4
30.7
36.0

1.2
0.7
0.4
0.3
0.2

cp Lumens
5
15
25
35
45
55
65
75
85
90

366
341
307
264
206
160
107
58
15
0

34
96
140
164
161
141
102
57
14

F6LF3, (2) Philips PL-C 26W/27SH lamp, 1.2 s/mh, 3600 rated lumens, Test no. 2197042406

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

293.6
467.2
770.7
888.0
0.0

888.0

8.2
13.0
21.4
24.7
0.0

*24.7
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

29
26
23
21
18
17
15
14
13
12
11

29
25
22
19
16
14
13
12
11
10
09

29
26
23
20
18
16
15
13
12
11
11

29
25
21
19
16
14
13
12
10
10
09

27
25
22
20
17
16
14
13
12
11
10

27
24
21
18
16
14
13
11
10
09
09

Task Height: 2.5ft.
50% beam - 60.2˚

10% beam - 104.3˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

13.1
7.1
4.4
3.0
2.2

6.4
8.7

11.0
13.3
15.7

6.6
3.5
2.2
1.5
1.1

14.1
19.3
24.4
29.6
34.7

1.3
0.7
0.4
0.3
0.2

cp Lumens
5
15
25
35
45
55
65
75
85
90

398
369
331
277
218
155
86
27
0
0

37
104
152
174
166
137
87
29
1

F6L4, (2) Philips PL-C 26W/27SH lamp, .98 s/mh, 3600 rated lumens, Test no. 2197042405

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

552.2
763.9
996.5

1072.0
0.0

1072.0

15.3
21.2
27.7
29.8
0.0

*29.8
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

700

800

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

35
32
29
27
24
22
21
19
18
17
16

35
31
28
25
22
20
18
17
16
15
14

35
32
29
26
24
22
20
19
18
16
15

35
31
27
25
22
20
18
17
16
14
13

33
30
28
25
23
22
20
19
17
16
15

33
30
27
24
22
20
18
17
15
14
13

Task Height: 2.5ft.
50% beam - 53.6˚
10% beam - 85.8˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

25.8
13.9
8.6
5.9
4.3

5.6
7.6
9.6

11.6
13.6

12.9
6.9
4.3
2.9
2.1

10.2
13.9
17.7
21.4
25.1

2.6
1.4
0.9
0.6
0.4

cp Lumens
5
15
25
35
45
55
65
75
85
90

800
742
594
339
182
103
55
13
0
0

76
209
267
212
140
93
57
18
0

F6LFB73, (2) Philips PL-C 26W/27SH lamp, .97 s/mh, 3600 rated lumens, Test no. 2197032002

Zone Lumens % Lamp
0˚ - 30˚
0˚ - 40˚
0˚ - 60˚
0˚ - 90˚

90˚ - 180˚
0˚ - 180˚

425.5
608.4
784.5
813.8
0.0

813.8

11.8
16.9
21.8
22.6
0.0

*22.6
*Total Efficiency

 10˚  30˚

 50˚

 70˚

90˚

100

200

300

400

500

600

pf 20%
pc 80% 70% 50%
pw 50% 30% 50% 30% 50% 30%
0
1
2
3
4
5
6
7
8
9
10

27
25
23
21
19
17
16
15
14
13
12

27
24
21
19
17
16
14
13
12
11
11

26
24
22
20
19
17
16
15
14
13
12

26
24
21
19
17
16
14
13
12
11
11

25
23
21
20
18
17
15
14
13
13
12

25
23
21
19
17
15
14
13
12
11
10

Task Height: 2.5ft.

50% beam - 51.5˚
10% beam - 87.1˚

Mounting
Height

Inital FC
Center
Beam Diameter FC Diameter FC

8.0
10.0
12.0
14.0
16.0

21.4
11.5
7.2
4.9
3.5

5.3
7.2
9.2

11.1
13.0

10.7
5.7
3.6
2.4
1.8

10.5
14.3
18.1
21.9
25.7

2.1
1.2
0.7
0.5
0.4

cp Lumens
5
15
25
35
45
55
65
75
85
90

637
569
454
292
153
61
24
4
0
0

60
159
206
183
118
58
24
5
0

Energy (Calculated in accordance with NEMA standard LE-5.)
Fixture/ LER Annual* Lamps Lamp Ballast  Input

Reflector Energy Cost Lumens Factor Watts
LF6 DTT/F6LD3 10.22 $23.48 (2)13DTT 1560 1 29
LF6 DTT/F6LD3 13.57 $17.68 (2)18DTT 2500 .95 35
LF6 DTT/F6LD3 17.89 $13.41 (2)26DTT 3650 1 51
LF6 DTT/F6LDB3 7.53 $31.87 (2)13DTT 1560 1 29
LF6 DTT/F6DBL3 10.15 $23.58 (2)18DTT 2500 .95 35
LF6 DTT/F6DBL3 12.00 $20.00 (2)26DTT 3600 1 51
*Comparative yearly lighting energy cost per 1000 lumens
































































































































































































































































































































































































































































































