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Emergency
Canada Only

Family FileName Description RevisionDate

Canada Exit Signs
LE CSA LE-EL-N-SD Die-cast aluminum, LED 07/18/2007



Die-Cast Aluminum Exits

LE EL N SD
LED Lamps

Emergency with Self-Diagnostics

LE

Family

LE LED
surface
mount

Face type

S Stencil

Housing color

(blank) Brushed
aluminum

W White

Number of faces

1 Single face
2 Double face

Letter color

R Red

Input voltage

120 120V
347 347V

Emergency
operation

Options

TP Two tamperproof
Torx-head screws

VR Vandal-resistant
shield (1/8" thick
polycarbonate)

FEATURES
INTENDED USE
Ideal for applications requiring attractive die-cast aluminum signage,
superior illumination and low energy consumption.
CONSTRUCTION
Precision-molded, die-cast aluminum construction — ultra-slim, compact
housing. Fine-grain brushed aluminum faceplate with matte black
electrostatic polymeric trim. Clear lacquer finish on brushed face inhibits
fingerprints and other surface contaminants.
Battery and electronics located inside housing and canopy compartment.
Fully overlapping light seal prevents light leaks. Universal directional
chevron knockouts are completely concealed and easily removed. Hinged
faceplate and spring latches for easy lamp compartment access.
Letters 6" high with 3/4" stroke.
LAMPS
Lamp is constructed using new LED technology. Provides perfectly
uniform illumination to meet 3/4" letter stroke required by code.
LED life exceeds 25 years, based on continuous operation. Unique LED
lamp platform accommodates both single-face and double-face exits.
Low energy consumption — red exit consumes 2.8W (120V).
BATTERY
Sealed, maintenance-free nickel-cadmium battery delivers 60 minutes
capacity to lamp. Two-state constant-current charger maximizes battery
life and automatically recharges after battery discharge.
ELECTRONICS
Single-point microcomputer control for all electronic features.
Crystal oscillator timing system with watchdog protection for precision
accuracy.
Solid-state electronic elements to eliminate risk of electromechanical
failures.
DIAGNOSTICS
Single multi-chromatic LED indicator to display two-state charging, test
activation and three-state diagnostic status.
Test switch provides manual activation of 30-second diagnostic testing for
on-demand visual inspection.
Self-diagnostic testing for five minutes every 30 days and 30 minutes every
six months.
Diagnostic evaluation of LED light source, AC to DC transfer, charging and
battery condition.
U.S. Patent No. 5,887,968. Canada Patent No. 2,204,218.

EL N SDR

INSTALLATION
Universal mounting (top, end or back). Completely concealed, easily
removed mounting knockouts. No exposed hardware. Canopy required
for back mounting.
Die-cast aluminum canopy provided.
LISTING
Listed and labeled to comply with Canadian Standards C-860 and C-22.2
No. 141 (see Options).
WARRANTY
Three-year total customer satisfaction warranty on exit, including lamp.
For details, see the Product Selection Guide.

CSA

CSA Listed and
labeled to
comply with
Canadian
Standards

CSA

EL N SD Nickel-cadmium
battery with self-
diagnostics

Emergency Sheet #: LE-EL-N-SD            MSEX - 100

Catalog Number

Notes Type

S

Lead times will vary depending on options selected. Consult with your sales representative.
Example: LE S 1 R 120 EL N SD VR CSA

ORDERING INFORMATION





Emergency
Emergency Exit-Unit Combos

Family FileName Description RevisionDate

Quantum® Series Thermoplastic
LHQM LHQM Quantum® LED thermoplastic exit/unit combo 09/20/2007



FEATURES
INTENDED USE
Suitable for applications requiring both exit sign and unit equipment. Attractive,
less than 10 inches tall, streamlined design is great for above-the-door applica-
tions and other tight fits. High-output version with remote lamps are ideal for
outdoor emergency egress lighting.
CONSTRUCTION
Engineering-grade thermoplastic housing is impact-resistant, scratch-resistant
and corrosion-proof. UL94V-O flame rating. UV-stable white resin resists discol-
oration from natural and man-made light sources.
Rugged unibody housing snaps together with no additional fasteners. Faceplate
and back cover are interchangeable on housing. Positive snap-fit tabs hold
faceplate securely, yet are easily removable for lamp compartment access.
Universal, directional chevron inserts are easily removed and reinserted.
Two 5.4W T-5 wedge-base krypton lamps with multi-faceted reflector and acrylic
lenses provide superior optical control. Unique swivel-and-point arrangement per-
mits full-range adjustment in lamp head direction.
Uniform graphics illumination without shadows or hot spots. Letters 6" high with
3/4" stroke.
Special wording available with Panel Face in red lettering only. Consult factory.
U.S. Patent No. D484,272, 5,526,251, 5,611,163, 5,797,673, 5,954,423, 6,142,648 and
6,848,798. Canada Patent No. 80,141, 2,180,495.
LAMP
LED life exceeds 25 years, based on continuous operation. Low energy con-
sumption — only 3.3 watts.
BATTERY
Sealed, maintenance-free lead-calcium battery delivers 90 minutes capacity to
emergency lamps. Automatic recharge after 90-minute discharge. Test switch
and LED provide visual and manual means of monitoring system operation. Slip-
on battery terminals and polarized battery connector simplify installation and
maintenance. Optional high-output battery (HO) to power up to 6-volt, 12-watt
remote load. See chart on back for details.
ELECTRONICS
Custom microchip charger, developed by Lithonia Emergency Systems, pro-
vides increased reliability and maximizes battery life. AC/LVD reset allows bat-
tery connection before AC power is applied and prevents battery damage from
deep discharge.
Two-rate regulated charger minimizes energy consumption and provides low
operating costs. Filtered charger output minimizes charge voltage ripple and
extends battery life. Thermal protection senses circuitry temperature and ad-

NOTES:
1 Limited offering. Available in white housing with red letters only.

Not available with options. Consult factory for additional details.
2 Not available with any other options.
3 Not available with nickel-cadmium battery option.
4 Not available with nickel-cadmium option.

justs charge current to prevent overheating and charger failure. Current-limiting
charger circuitry protects printed circuit boards from shorts.
Brownout protection.
INSTALLATION
Top, end or back mounting. Housing snaps to canopy with four positive-locking
tabs. Cam locking pin secures housing to canopy.
Easily removed mounting knockouts. Conduit entry knockout for 1/2" flexible
conduit. J-box pattern on back panel.
LISTING
UL listed. Meets UL 924, NFPA 101 (current Life Safety Code), NEC and OSHA
illumination standards. Damp location (10°-40°C) standard.
WARRANTY
Three-year total customer satisfaction warranty (five-year for nickel-cadmium
battery) including LED lamps.

Letter color

R Red
G Green

Options

(blank) None
N Maintenance-free nickel-

cadmium battery2

HO High-output lead-
calcium battery3

HO R0 High-output lead-
calcium battery, less
lamp heads4

Accessories
Order as separate items.

ELA MR24 K0606 Compact MR24 remote head (6W, 6V)
ELA MR24 H0606 Compact MR24 remote head (6W, 6V halogen)

ELA NX HO606 NEMA 4X, sealed-beam remote fixture
(6V,6W halogen)

ELA WGHQM Wireguard (back mount only)

Face type

S Stencil
P Panel1

LHQM

Family

LHQM LED type,
two external
lamp heads

Housing color

(blank) Black
W White

Number of faces

3 Single face with
extra faceplate
and color panel

Emergency

Catalog Number

Notes Type

Sheet #: LHQM               QMEX-140

Thermoplastic Exit/Unit Combo

LHQM
LED Lamps

For shortest lead times, configure product using standard options (shown in bold).
Example: LHQM S W 3 R

ORDERING INFORMATION

3



24 ft.

0.1 FC min.

3 ft.

1 FC average

Conduit entry knockout

Test switch/pilot light

(Universal knockout
pattern for various
standard j-boxes)

7.2

MOUNTING
All dimensions are inches (centimeters).
Shipping weight: 7.36 lbs. (3.3 kgs.).

LHQM  QUANTUM® LED Exit/Unit Combo

KEY FEATURES

Sheet #:  LHQM

Lithonia Lighting
Emergency Lighting Systems
One Lithonia Way, Conyers, GA 30012
Phone: 800-334-8694
www.lithonia.com

BATTERY
Shelf Expected Optimum

Voltage life2 life2 Maintenance temperature4

Lead-calcium 6 6 months 5–8 years none3 60°–90°F

Ni-cad (N) 6 3 years 7–9 years none3 32°–100°F

Notes:
1 Based on continuous operation.
2 At 77°F.
3 Periodic system status test recommended.
4 Optimum ambient temperature range where unit will provide capacity for 90 minutes.

Higher and lower temperatures affect life and capacity. Consult factory for detailed
information.

BACK

TOP END

BACKPLATE

Fully assembled at
factory.

Install only one fixture
instead of two.

Unique LEDs provide
extremely long life and
low energy consump-
tion.

PHOTOMETRICS
MR24 K0606
6-volts, 5.4-watts krypton

HORIZONTAL

1 0.5 0.3

6

4
2

0
2

4
6

VERTICAL

1 0.5 0.3

6

4
2

0
2

4
6

10 20 Ft.

REMOTE OUTPUT CAPACITY
Combo\ Combo\ Combo \ no

Standard ni-cad high-output heads (RO) &
combo battery (N) battery (HO) high-output

NA NA 12W 24W

SPECIFICATIONS
ELECTRICAL
Primary Circuit

Rated Supply Max. Max.
LED life voltage amps watts

25+ 120 .23 3.3Red & Green LED years 277 .23 3.3

*  Meets Life Safety Code standard minimum illuminance of 0.1 FC and average
illuminance of 1.0 FC. Assumes open space with no obstructions, mounting height:
7.5’, ceiling height: 9’, and reflectances: 80/50/20. Analysis based on independently
tested photometrics.

Single Unit
 coverage* yields  24'

MR24 K0606
3'W Path of Egress

FIXTURE PERFORMANCE

©1995 Acuity Brands Lighting, Inc., Rev. 8/6/08



Emergency
Emergency Lighting Units

Family FileName Description RevisionDate

Emergency Lighting Remotes
ELA 680.193 Exit Discharge Guide 08/15/2003
ELA ela-cl Core lights 12/20/2007
ELA ELA-IND-NX Industrial remotes 12/20/2007
ELA ELA-IND-PM-CM-RHB-R3 Indura® pendant and ceiling mounting kits/remote head bracke 08/03/2006
ELA ela-lv3 Remote downlights, MR16 12/20/2007
ELA ELA-MR24 Adjustable remotes 12/17/2007
ELA ELA-MT-WP-Z Unit Accessories (ELA MT, ELA WP, ELA Z) 02/18/2008
ELA ELA-OMC-ELA-AFNR Outdoor Mini Cylinder and Affinity® Remote Fixture 12/20/2007
ELA ela-osl Outdoor Step Lights 12/20/2007
ELA ELA-RG-SG-RR Gimbals & rectangles 12/17/2007
ELA ELA-RTLP-MS-VS2-WG Remote test switch, mounting shelf, vandal-resistant shield, 03/11/2008
ELA ELA-RTT-BS Indura remote test transmitter banding strap 12/05/2005
ELA ela-sb-oc-eb Remote downlights, PAR36 12/20/2007
ELA UE-406 Remote heads 12/17/2007
ELA UE-510 Low-voltage remote downlight relay 03/15/1989
ELA UE-610 Voltage Drop Tables 06/15/1997

Hazardous Location
ELA ZCD ELA-ZCD Class II - Division 1 Remote 10/16/2007
ELA ZX ELA-ZX Class I - Division 1 Remote 10/16/2007
Z Z Class I - Division 2 Unit 10/16/2007
ZX ZX Class I - Division 1 Unit 12/11/2007

Indura® Industrial
IND IND6-12-24 Indura® 6, 12 or 24V sealed lead-calcium or ni-cad battery, 10/30/2007
INDX INDX Indura® 6, 12 or 24V sealed lead-calcium or ni-cad battery, 09/28/2007

Quantum® Series Thermoplastic
ELM6-12 ELM6-12 Quantum® high capacity unit 12/17/2007
ELM-ELM2 ELM Quantum® 6V 12W lead-calcium, fixed optics 06/25/2007
ELM-ELM2 ELM2 Quantum® 6V 12W lead-calcium, fully adjustable optics 06/25/2007

Specialty Commercial
AFN 680.211 Guideline Specification 08/15/2003
AFN AFN Architectural Emergency Light 09/28/2007
ELCC ELCC 6V-12W  Lead-calcium 11/08/2007
ELR ELR2-2P-4 6V-16W and 12V-50W  Lead-calcium 12/17/2007
ELRG ELRG Dual-voltage input, 8W halogen lamp head 01/02/2008
ELSQ ELSQ-M 6V-10W and 6V-20W Lead-calcium 09/28/2007
VEL VEL Concealed Emergency Lighting Unit 09/28/2007

Titan® Steel Industrial
ELT ELT-125-180-275 125W/12V, 180W/12V, or 275W/12V lead-calcium 12/17/2007
ELT ELT-16-24-36-50 Titan® 16W/6V, 24W/6V, 36W/6V, or 50W/12V lead-calcium or ni 12/17/2007
ELT UE-215 6V  24-36W  Lead-calcium - Chicago approved 02/12/2007



Exit Discharge
The exit discharge is the portion of the
means of egress between the building exit
and the public way. According to the 2003
Life Safety Code, section 3.3.175, a public
way is defined as "A street, alley or other
similar parcel of land essentially open to the
outside air deeded, dedicated, or otherwise
permanently appropriated to the public for
public use and having a clear width and
height of not less than 30ft (50mm) (120in)."

See page 4 for Code information.

Traditional emergency lighting and exit signs were primarily focused on guiding occupants to
the exterior of a building. Today, an additional focus is being placed on getting occupants to an
exit safely and down a path of safety once they are out of the building. This guide will help
define the exit discharge, reference code requirements for the exit discharge, and identify
products that can be applied to meet exit discharge requirements. Either normally-on or
normally-off fixtures can provide exit discharge illumination. However, this guide will only
cover normally-off remote fixtures.

Path of egress Exit discharge

Description
Since the nature of the exit discharge is
outdoor applications, standard luminaires
may not be suitable. Outdoor applications
fall into two categories: damp location or wet
location. According to chapter one, article
100, of the 2002 National Electrical Code,
damp locations include ". . .partially protected
locations under canopies, marquees, roofed
open porches, and like locations. . ." Wet
location is partially defined as ". . .locations
subject to saturation with water or other
liquids, such as vehicle washing areas; and
in unprotected locations exposed to
weather."

Exit Discharge Application Guide
for Normally-off Fixtures

Interior -
Normal or conditioned space

Exterior-
Damp or wet location

Sheet #: 680.193                    REF - 160



Remote Fixtures
In general, remote fixtures offer advantages
such as lower initial cost, lower
maintenance costs, and better aesthetics
over typical emergency battery units. These
advantages are more prevalent in
environments that require special ratings
such as wet location and NEMA 4X, or in
areas where ambient temperatures can
diminish battery capacity or life. Both
occurances are common with the exit
discharge.

In many instances, the battery unit can be
installed in a normal or conditioned
environment with the remote heads located
in the areas that require special ratings.

The following chart lists normally-off remote
fixtures that may be used in damp or wet
locations. Please consult the Lithonia
Lighting Product Selection Guide for lamp
type, voltage, and wattage.

Page 2

Fixture

AFN

ELA RG

ELA LV3 OC

ELA OC

ELA LV3 SB

ELA SB

ELA LV3 EB

ELA EB

ELA OSL

ELA Core Light

ELA OMC

ELA QR*

ELA WP

ELA NX*

ELA Z

Description

Architectural die-cast

Recessed gimbal

Recessed 3” adjustable
specular open cone

6V, 12V

Recessed 6” adjustable
specular, open clear

6V, 12V

Recessed 3”
baffled reflector
white, 6V, 12V

Recessed 6”
baffled reflector
white, 6V, 12V

Recessed 3”
baffled eyeball
white, 6V, 12V

Recessed 6”
baffled eyeball
white, 6V, 12V

Recessed
outdoor step light

Die-cast aluminum, 12V

Recessed round,
outdoor core light,
die-cast aluminum,

6V, 12V

Surface-mount
outdoor mini cylinder
die-cast aluminum

6V, 12V

Surface-mount
Q-Bic remote

4” square polycarbonate

Surface-mount
weatherproof

aluminum, 12V

Surface-mount
wet location
sealed glass

gray, white, black
6V, 12V

Surface-mount
Class 1, Div. 2
haz. location,

sealed glass, gray
6V, 12V

Lamp

Xenon

PAR36
Halogen

incandescent

MR16 halogen

PAR36
Halogen

incandescent

MR16 Halogen

PAR36
Halogen

incandescent

MR16 Halogen

PAR36
Halogen

 incandescent

Halogen
(not MR11 or MR16)

MR16 Halogen

MR11 Halogen

Halogen
incandescent

35W, PAR46
incandescent

PAR36
Halogen

incandescent

PAR36
Halogen

incandescent

Wall
Mount

x

x

x

x

x

x

x

x

Ceiling
Mount

x

x

x

x

x

x

x

x

x

x

x

Wet

x

x

x

x

x

x

x

Damp

x

x

x

x

x

x

x

x

x

x

x

x

x

x

x

Cold
Weather

x
-40oC to 60oC

* These remote fixtures are offered in single and twin head versions.



Power Sources
Once the classification of an environment is determined and the remote fixtures have been
chosen, the next step is to determine which power sources will operate the remote fixtures from
a normal or controlled environment. If a facility utilizes unit equipment for its emergency
lighting, the option of running the exit discharge remote(s) off of those units should be
considered. By utilizing the chart below, select which unit(s) will work best for the application.

Application Unit Volts Total Capacity
Commercial / Light Industrial 6ELM2P    6    24W

Commercial / Light Industrial ELM4   12    50W

Commercial / Light Industrial ELM10   12  125W

Industrial / Commercial IND6    6  16 -100W

Industrial / Commercial IND12   12  36 - 450W

Industrial / Commercial IND24   24 100 - 450W

������
TM

��	�
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If the facility is not utilizing unit equipment for its emergency lighting, the exit discharge
remote(s) can be powered by special exit signs that are placed above any door leading to the
exit discharge. The exit/unit combination, LHQM, provides 6 to 21.6 watts of remote capacity
depending on the unit and option(s) selected (see chart below). The ELA LEHO is a canopy
accessory that provides 11 watts of remote capacity after it has been field-installed on a
Signature® LED emergency exit sign.

�������� ����

Page 3

Remote
 Application Unit Volts Capacity (Watts)

 Commercial / Light Industrial LHQM with HO 6 10.8

 Commercial / Light Industrial LHQM with R0 6 10.8

 Commercial / Light Industrial LHQM with HO & R0 6 21.6

 Commercial / Light Industrial ELA LEHO 6 11



Codes
Life Safety Code (NFPA 101)
Section 3.3.136 Means of Egress:
A continuous and unobstructed way of travel from any point in a building or structure to a
public way consisting of three separate and distinct parts: (1) the exit access, (2) the exit, and (3)
the exit discharge.

Section 3.3.136.1 Accessible Means of Egress

Section 7.9 Emergency Lighting:
7.9.1.2 “. . .exit discharge shall include only designated stairs, ramps, aisles, walkways, and
escalators leading to a public way.”

Section 7.9.2 Performance of System:
7.9.2.1 “Emergency illumination shall be provided for not less than 1-½ hours in the event of
failure of normal lighting. Emergency lighting facilities shall be arranged to provide initial
illumination that is not less than an average of 1 ft-candle (10.8 lux) and, at any point, not less
than 0.1 ft-candle (1.1 lux), measured along the path of egress at floor level. Illumination levels
shall be permitted to decline to not less than an average of 0.6 ft-candle (6.5 lux) and, at any
point, not less than 0.06 ft-candle (6.5 lux) at the end of the 1-½ hours. A maximum-to-minimum
illumination uniformity ratio of 40 to 1 shall not be exceeded.”

Since exit discharge is one of the three components defined as the "means of egress" per 3.3.121
of the Life Safety Code and since 7.9.1.1 also includes exit discharge, many authorities having
jurisdiction have concluded that the lighting levels of 7.9.2.1 apply in full. Note: Variations may
exist depending upon the interpretation of codes in your area.

© 2002 Acuity Lighting Group, Inc., 09/03 Form No. 680.193 680.193.p65

Lithonia Lighting
Acuity Lighting Group, Inc.
Emergency Lighting Systems
One Lithonia Way, Decatur, GA 30035
Phone 800 334-8694, Fax 770 981-8141
In Canada: 1100 50th Ave., Lachine, Quebec H8T 2V3
www.lithonia.com

Reprinted with permission from NFPA 101® Life Safety Code®, 2003 Edition. National Fire Protection Association, Quincy,
Massachusetts 02269. This reprinted material is not the complete and official position of the NFPA on the referenced subject, which
is represented only by the standard in its entirety.



FEATURES & SPECIFICATIONS
INTENDED USE
Small, attractive, round, outdoor remote core light. Ideal for use outside door-
ways to meet exit discharge requirements of the Life Safety Code. To be pow-
ered by 6- or 12-volt battery equipment as part of an emergency lighting system
providing light for the path of egress.

CONSTRUCTION
Copper-free cast-aluminum face plate with stainless steel hardware. Standard
with satin bronze finish. Weather-tight cable connector with 5', 12-gauge, 2-
wire, low-voltage cable.
INSTALLATION
Installs with counter sunk 3/16" diameter screws (not provided).
LAMP
Variety of MR16 lamp wattages and voltages available.

Unit Accessories

ELA CL
Core Light

ORDERING INFORMATION

Catalog Number

Notes Type

Emergency

Housing color

(blank) Bronze

Fixture

CL Round outdoor
step light

ELA

Lamp type

H0506 5W/6V MR16 lamp
H1006 10W/6V MR16 lamp
H2006 20W/6V MR16 lamp
H1012 10W/12V MR16 lamp
H2012 20W/12V MR16 lamp

Family

ELA

Lead times will vary depending on options selected. Consult with your sales representative.
Example:     ELA CL H0506

CL

Sheet #: ELA CL               RAUE-130



1-3/8"
 (3.4)

4-1/2"
(11.4)

Cast aluminum
face 1

68" angle = A

90" angle = B

5" dia
(12.7)

3-1/2" O.C.
     (8.8)

Weather - light cable
connector with 5'0",
12 Ga., 2 wire low
voltage, cable.

Two countersunk,
3/16" dia. holes
(hardware by others)

Rectilinear lens provides
wide lateral distribution
with prisms in vertical
position and long narrow
distribution in horizontal

Provide 2-1/2" dia.
Hole for slip fit.

ELA CL Core Light

DIMENSIONS
 All dimensions are in inches (centimeters).

© 2002 Acuity Brands Lighting, Inc., Rev. 12/20/07Sheet #: ELA CL

Lithonia Lighting
Emergency Systems Group
One Lithonia Way, Conyers, GA 30012
Phone: 800-334-8694 Fax 770-981-8141
www.lithonia.com



FEATURES & SPECIFICATIONS
INTENDED USE
To be powered by 6, 12 or 24 volt battery equipment as part of an emer-
gency lighting system providing light for the path of egress. Matches
Indura® family appearance.
CONSTRUCTION
Fully adjustable lamp heads meet all aiming requirements. Lamp head and
mounting plate constructed of heavyweight polycarbonate. Removable be-
zel allows tool-less lamp replacement and easy maintenance.
INSTALLATION
Universal mounting base for use with single- or twin-head applications.
Base may be installed horizontally for single lamps or vertically for twin-head
applications. Attaches to single gang J-box with a 3-9/32" hole spacing or
comparable adaptations.
LAMPS
Krypton, incandescent and halogen composite lamps available in 6, 12 and
24 volts; 6 to 20 watts. Unique, field-adjustable beam pattern for composite
lamps by rotating bezel. Incandescent and halogen sealed-beam lamps
available on 6 and 12 volts; 6 to 50 watts.
Refer to specification sheet UE-615, UE-625, UE-626, UE-627 or the Indura
Application Guide (form no. 680.185) for spacing and performance compari-
sons between lamps.
DIMENSIONS
Mounting base: 5-1/8"W (128mm) x 4-11/16"H  (120mm) x 4-15/16"D (125mm)
Single: 5-1/8"W (128mm)  x 5-7/8"H (149mm)  x 5-7/16"D (138mm)
Twin: 7-1/8"W (181mm)  x 5-1/8"W (128mm)  x 5-7/16"D (138mm)
LISTING
Listed in accordance with UL 1598.

Unit Accessories

ELA IND
Remote Fixture

ORDERING INFORMATION

Color

(blank) Gray / blue housing
W Ivory white

Family

IND Indura

ELA

Number of heads

(blank) Single
T Twin

Lamp type

6 Volts:
PAR36 Composite
K0906 9W/6V krypton
H1206 12W/6V halogen
H2006 20W/6V halogen

12 Volts:
PAR36 Composite
K0912 9W/12V krypton
H1212 12W/12V halogen
H2012 20W/12V halogen

PAR36 Sealed-beam
H3512S 35W/12V halogen
H5012S 50W/12V halogen

24 Volts:
PAR36 Composite

N1824 18W/24V incandescent
H2024 20W/24V halogen

PAR36 Sealed-beam
N5024S 50W/24V incandescent

Remote head

ELA

IND

Catalog Number

Notes Type

Emergency Sheet #: ELA-IND-NX                    RAUE-180

For shortest lead times, configure product using standard options (shown in bold).
Example: ELA K0906



FEATURES & SPECIFICATIONS
INTENDED USE
To be powered by 6, 12 or 24 volt battery equipment as part of an emer-
gency lighting system providing light for the path of egress. Ideal for damp
and wet location areas requiring remote lighting.
CONSTRUCTION
Single or twin heads available. Fully adjustable lamp heads meet all aiming
requirements. Constructed of fiberglass-reinforced Lexan. Fully gasketed
mounting plate. Removable bezel and sealed, phosphor-bronze slip-on lamp
terminals.
INSTALLATION
Universal mounting plate for use with single or twin-head applications. At-
taches to single gang J-box with a 3-9/32" hole spacing or comparable ad-
aptations.
LAMP
Glass sealed-beam PAR36 lamp(s).
DIMENSIONS
Mounting base:  3-1/8"W (79mm) x  5"H (127mm)
Single: 7-3/4"H (197mm) x 4-3/4"W (121mm) x 4-9/16"D (116mm)
Twin: 6-5/8" (168mm) x 13" (330mm) x 3-11/16" (93mm)
LISTING
Listed for wet location in accordance with UL1598.

Unit Accessories

ELA NX
Sealed Remote Fixture

Housing color

(blank) Gray
W White
B Black

Fixture

NX Sealed and
gasketed PAR36

ELA

Catalog Number

Notes Type

Family

ELA

NX

Lamp type (PAR36 sealed-beam)

Incandescent
N0806 8W/6V
N1206 12W/6V
N1212 12W/12V
N1812 18W/12V
N2512  25W/12V
N3512  35W/12V

Halogen
H0606  6W/6V
H0806  8W/6V
H1206  12W/6V
H0812 8W/12V
H1212 12W/12V
H3512 35W/12V
H5012 50W/12V

Number of heads

(blank) Single
T Twin

     © 2004 Acuity Brands Lighting, Inc., Rev. 12/20/07Sheet #: ELA-IND-NX

Lithonia Lighting
Emergency Systems Group
One Lithonia Way, Conyers, GA 30012
Phone: 800-334-8694 Fax 770-981-8141
www.lithonia.com

ORDERING INFORMATION Example: ELA NX H1212



FEATURES & SPECIFICATIONS
Support bracket for pendant mounting the Indura® small housing. Not avail-
able for large housing units.

FEATURES

16 ga. galvanized sheet steel.
3.8" x 4" x 1.45"
Includes one pendant mount bracket and two 1/2" slotted hex head screws.
Conduit and canopy are not provided.

Unit Accessories

ELA IND PM
Pendant Mount Kit

Catalog
Number Description

ELA IND PM Pendant mount kit for Indura small housing: IND618, IND654,
IND1236, IND1254, IND6100.

ORDERING INFORMATION

ORDERING INFORMATION

FEATURES & SPECIFICATIONS
Battery support brackets for use when ceiling mounting the Indura small
housing unit. Not available for large housing units.

FEATURES
20 ga. galvanized sheet steel
Includes one ceiling-mount bracket and one Phillips head screw.

Unit Accessories

ELA IND CM
Ceiling Mount Kit

Catalog Number

Notes Type

Sheet #: ELA-IND-PM-CM-RHB               RAUE-220Emergency

UL listed products
Catalog
Number Description

ELA IND CM1 Ceiling mount kit for IND618
ELA IND CM2 Ceiling mount kit for IND654, IND1236, IND1254, INDX654,

INDX1236 and INDX1254
ELA IND CM3 Ceiling mount kit for IND6100

ELA INDX CMZ Ceiling mount kit for INDX654, INDX1236, INDX1254



Catalog Number

Notes Type
FEATURES & SPECIFICATIONS
Bracket for surface mounted single-gang j-boxes with 3-9/32" hole spac-
ings for Indura remote heads.

FEATURES
Seals opening between surface mount box and Indura mounting plate.
Dimensions fit footprint of remote Indura head mounting plate.

Catalog
Number Description

ELA IND RHB Remote head bracket to use with surface-mounted j-
boxes.

ORDERING INFORMATION

Unit Accessories

ELA IND RHB
Indura® Remote Head Bracket

© 2000 Acuity Lighting Group, Inc., Rev. 8/06Sheet #: ELA-IND-PM-CM-RHB-R3
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Unit Accessories

ELA IND R3
Indura® Third Head Mounting Kit

FEATURES & SPECIFICATIONS
Prepack provides template and hardware to field install third head on Indura
unit equipment.

FEATURES
Includes template and instructions to help with the drilling of holes for the
third lamp on the small or large Indura housing.
Includes necessary hardware to field install third head.
Tools needed: 9/64" (.140") dull bit; 1/2" (.500") dull bit Phillips screwdriver.

Catalog
Number Description
ELA IND R3 Prepack kit to field install third head on Indura unit.

ORDERING INFORMATION



FEATURES & SPECIFICATIONS
INTENDED USE
Attractive, unique emergency downlight remote utilizing MR16 lamps. Innova-
tive and advanced, the MR16 halogen luminaire provides excellent lighting con-
trol. Available in a range of trim styles. Frame-in module and trim supplied. To be
powered by 6- or 12-volt battery equipment as part of an emergency lighting
system providing light for the path of egress.
CONSTRUCTION
Tempered glass safety lens standard. Drawn, one-piece seamless 5-1/4" alumi-
num housing. Lightweight, rust resistant.
Factory-installed, expandable, captive bar hangers with double-barbed, 3/4" re-
cessed nailers. Bar hangers adapt to T-bar with no additional accessories.
Crimp locking on J-box side plus locking clip on rail side allow off-center mount-
ing anywhere between 24" rigid joists or T-bar. Length of 25-1/4" maximum, 13-1/
4" minimum or cut to fit a minimum space of 7-1/2".
Galvanized steel junction box with semi-captive snap-on covers and ground
wire. Built-in Romex clamps secure Romex cable inside J-box. Easy to remove
1/2" and 3/4" pryouts provided for straight-through conduit runs. Capacity: 4 (2 in,
2 out) No. 12 AWG conductors, rated for 90oC. Approved for all wiring types.
Adjustment slots in can accommodate ceiling thicknesses up to 2".  Precision-
wound stepdown transformer with class H insulation. For dimming control, use
only dimmers specifically designed for use with transformers. Two-pin porce-
lain socket.
TRIM
Three trim styles available: Baffle Reflector, Adjustable Specular Open and
Baffle Eyeball.
INSTALLATION
Retaining clips hold finishing trim secure and snug to ceiling.

Unit Accessories

ELA LV3
3" MR16 Downlight Series

ORDERING INFORMATION

Catalog Number

Notes Type

Emergency

Series

 LV3

Trim

 SB Baffled reflector white
   OC Adjustable spectular

open-clear
 EB Baffled eyeball-white

ELA

 Lamp type

H0506 5W/6V MR16 lamp
H1006 10W/6V MR16 lamp
H2006 20W/6V MR16 lamp
H1012 10W/12V MR16 lamp
H2012 20W/12V MR16 lamp
H3512 35W/12V MR16 lamp
H5012 50W/12V MR16 lamp

Family

ELA

LV3

16
15

Lead times will vary depending on options selected. Consult with your sales representative.
Example: ELA LV3 SB H1006

Open Clear SpecularBaffled Reflector Baffled Eyeball

Sheet #: ELA LV3               RAUE - 160



ELA LV3 3" MR16 Downlight Series

DIMENSIONS
All dimensions are inches (centimeters).

3-5/8"

5"
(9.2)

(12.7)

Baffled Reflector

3-5/8"

5"
(9.2)

(12.7)

Adjustable Open
Clear Specular

1-3/4"

3"

5"
(7.6)

(4.4)

(12.7)

Baffled Eyeball

5"
(12.7)

4"
(10.2)

11-3/4"
(29.8)

13-1/2"
(34.3)

6"
(15.2)

4"
(10.2)

Lithonia Lighting
Emergency Systems Group
One Lithonia Way, Conyers, GA 30012
Phone: 800-334-8694 Fax 770-981-8141
www.lithonia.com© 2002 Acuity Brands Lighting, Inc., Rev. 12/20/07Sheet #: ELA LV3



SPECIFICATIONS
INTENDED USE
To be powered by 6- or 12-volt battery equipment as part of an emergency
lighting system providing light for the path of egress. MR24 fixture matches the
appearance of the Quantum® family units.
CONSTRUCTION
Single or twin heads available. Fully adjustable lamp heads to meet all aiming
requirements. Strong, compact and corrosion-resistant with a UL94V-O flame
rating. Constructed of UV-stabilized thermoplastic that resists discoloration by
natural or artificial sunlight. Lamp housing snaps off for easy lamp replace-
ment. US Patent No. D484,272.
INSTALLATION
Universal mounting base for use with single- or twin-head applications. Stan-
dard mounting: 6.78"W x 4.58"H. Mounts to a single-gang switch box.
LAMP
Complete range of lamp wattages and voltages available.
DIMENSIONS
Single and twin: 8"W x 4.58"H.

Unit Accessories

ELA MR24
Remote Fixture

Adjustable lamp head

Family

ELA
Housing color

(blank) White
B Black

Fixture

MR24 Multi-faceted reflector
and adjustable lamp head

ELA

ORDERING INFORMATION

Number of heads

(blank) Single
T Twin

Lamp type

K0606 6W/6V krypton lamps
K0906 9W/6V krypton lamps

K0912 9W/12V krypton lamps
H1206 12W/6V halogen lamps
H1212 12W/12V halogen lamps
H2006 20W/6V halogen lamps
H2012 20W/12V halogen lamps

Catalog

Notes Type

Emergency

MR24

Sheet #: ELA-MR24               RAUE-105

For shortest lead times, configure product using standard options (shown in bold).
Example: ELA MR24
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ELA MR24  Quantum® Thermoplastic Remote Fixture



SPECIFICATIONS
INTENDED USE

Ideal for remote applications where a weather proof fixture is necessary.
CONSTRUCTION

Aluminum housing and swivel. Clear, heat-resistant glass globe.  35W PAR46
sealed-beam incandescent lamp.
DIMENSIONS

Single: 6-3/8"W x 8-1/2"H.

Unit  Accessories

ELA WP
Waterproof Fixture

Catalog Lamp
Number Volts Watts No.

ELA WP 12 35 4413

ORDERING INFORMATION

 N0806 8W/6V incandescent
 N1206 12W/6V incandescent
 N1806 18W/6V incandescent
 N1212 12W/12V incandescent
 N1812 18W/12V incandescent
 N2512 25W/12V incandescent
N15120  15W/120V incandescent,

composite
N30120  30W/120V incandescent,

composite
N50120 50W/120V incandescent,

composite

SPECIFICATIONS
INTENDED USE
To be powered by 6, 12 or 24 volt battery equipment or 120 volt power source
as part of an emergency lighting system providing light for the path of egress.
MT fixture matches industrial unit.
CONSTRUCTION
Single or twin heads available. Fully adjustable lamp heads meet all aiming
requirements. Brushed aluminum lamp housing and steel mounting plate.
Removable steel ring provides easy lamp replacement.
INSTALLATION
Single mounting plate: 2-3/4"W x 4-1/2"H, mounts to single-gang switch box.
Twin mounting plate: 8-1/4"W x 4-1/2"H, mounts to four-gang j-box.
LAMP
Glass sealed-beam PAR36 lamp(s).
DIMENSIONS
Single: 4-5/8"W x 4-5/8"H. Twin: 11"W x 4-5/8"H.
LISTING
Listed in accordance with UL 1598 and CSA C22.2 No. 250.

Unit  Accessories

ELA MT
Remote Fixture

Family

ELA

Housing color

(blank) Brushed
aluminum

Fixture

MT Metal PAR36
sealed-beam

ELA

Number of
heads

(blank) Single
T Twin

ORDERING INFORMATION

  H0606 6W/6V halogen
  H0806 8W/6V halogen
  H1206 12W/6V halogen
  H0812 8W/12V halogen
  H1212 12W/12V halogen
  H3512 37.5W/12V halogen
  H5012 50W/12V halogen

Lamp type (PAR36 sealed-beam)

Catalog Number

Notes Type

Emergency Sheet#:ELA-MT-WP-Z               RAUE-190

MT

Lead times will vary depending on options selected. Consult with your sales representative.
Example: ELA MT N0806

Example: ELA WP



SPECIFICATIONS
INTENDED USE
To be powered by 6 or 12 volt battery equipment as part of an emergency
lighting system providing light for the path of egress in Class 1, Division II
environment.
CONSTRUCTION
Single or twin heads available.
Fully adjustable lamp heads meet all aiming requirements.
Lamp head constructed of lightweight, gray, thermoplastic and fully gasketed.
Removable bezel and slip-on lamp terminals simplify maintenance and lamp
replacement.
Strong, compact and corrosion-resistant with a UL94V-0 flame rating.
INSTALLATION
Mounting plate: 5"H x 3-1/8"W. Mounts to single-gang switch box.
LAMP
Glass sealed-beam PAR36 lamp(s).
DIMENSIONS
Single: 5.1" W x 6.25" H.

Unit Accessories

ELA Z
Class I, Div. 2

Remote Fixture

© 2000 Acuity Brands Lighting Inc., Rev. 2/18/08Sheet#:ELA-MT-WP-Z
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Catalog Number

Notes Type

Family

ELA

Fixture

Z Class 1, Div II remote head

ELA

Number of heads

(blank) Single
T Twin

Lamp type (PAR36 sealed-beam)

N0606 6W/6V incandescent
N0806 8W/6V incandescent
N1806 18W/6V incandescent
N1212 12W/12V incandescent
N1812 18W/12V incandescent
N2512 25W/12V incandescent
H0806 8W/6V halogen
H1206 12W/6V halogen
H0812 8W/12V halogen
H1212 12W/12V halogen

ORDERING INFORMATION

Z

Lead times will vary depending on options selected. Consult with your sales representative.
Example: ELA Z N0806



FEATURES & SPECIFICATIONS
INTENDED USE
Small, attractive remote head utilizing MR11 lamps. Ideal for use outside of
doorways to meet exit discharge requirement of the Life Safety Code. To be
powered by 6- or 12-volt battery equipment as part of an emergency lighting
system providing light for the path of egress.

CONSTRUCTION
Die-cast aluminum body with cast bronze knuckle. Cylinder standard with black
finish. Tempered glass lens.
INSTALLATION
1/2" NPT adjustable knuckle. Single mounting plate - round die-cast 4-0 box cover.
Twin mounting plate dimensions (rectangle): 4-1/2"L x 2-7/8"W.
LAMP
Variety of MR11 lamp wattages and voltages available.
LISTING
UL Listed. IP rating: 65. UL Listed for wet locations.

Unit Accessories

ELA OMC
OUTDOOR MINI CYLINDER

ORDERING INFORMATION

Catalog Number

Notes Type

Emergency

Housing color

(blank) Black
DNA Natural aluminim
DDB Dark  bronze

Fixture

(blank) Single
T Twin

ELA

Lamp type

H0506 5W/6V MR11 lamp
H1006 10W/6V MR11 lamp
H2006 20W/6V MR11 lamp
H1012 10W/12V MR11 lamp
H2012 20W/12V MR11 lamp

Family

ELA

Lead times will vary depending on options selected. Consult with your sales representative.
Example: ELA OMC H0506

Sheet #: ELA-OMC-ELA-AFNR               RAUE-140

Fixture

OMC Outdoor mini-cylinder

OMC

DIMENSIONS
All dimensions are inches (centimeters).
Dimensions shown are for single mounting plates.
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Unit Accessory

ELA AFNR

REMOTE FIXTURE

For shortest lead times, configure product using standard options (shown in bold).
Example: ELA AFNR DB

ORDERING INFORMATION

Family

ELA

ELA

Finish

W White
B Black

BN Brushed nickel
DB Dark bronze

Catalog Number

Notes Type

FEATURES & SPECIFICATIONS
INTENDED USE
For applications requiring low-profile, attractive emergency lighting.
To be powered by 6V battery equipment as part of an emergency lighting sys-
tem, providing light for the path of egress. Ideal for damp and wet location areas
requiring remote lighting.
CONSTRUCTION
Compact, low-profile, architectural design with die-cast aluminum housing that
has a contemporary brushed nickel-plated finish. Other available finishes are
texturized polyester powder coat paint in white, black and dark bronze. All fin-
ishes can be painted in the field to match the wall color of choice.
U.S. Patent No. D468,046.
Two 6-watt, 6-volt,  wedge-base xenon lamps offer 55 percent more light output
than standard incandescent lamps. Meets requirements for NEC 700.16.
Patent-pending reflector/refractor design features superior vac-metalized, die-
casted reflectors; and multi-faceted, highly transmissive refractor that signifi-
cantly improve photometrics.
Universal J-box mounting pattern.
Rigid conduit entry provision on top of the unit.
LISTING
UL Listed for wet locations in accordance with UL 924. Cold weather listed -18°C
to 50°C.

NOTE:
Refer to AFN specification sheet for photometric and
dimensional data.

®

AFNR

Fixture

AFNR Remote Affinity
fixture



FEATURES & SPECIFICATIONS
INTENDED USE
Small, attractive rectangular outdoor remote step light. Ideal for use outside
doorways to meet exit discharge requirements of the Life Safety Code. To be
powered by 6- or 12-volt battery equipment as part of an emergency lighting
system providing light for the path of egress.
CONSTRUCTION
Cast bronze fixture with stainless steel fasteners. Diffused tempered glass
lens. Completely weatherproof with neoprene gasket.
INSTALLATION
One 3/4"NPT tapper entrance hub at each end standard.
LAMP
Halogen bi-pin lamp - not included
LISTING
UL Listed. UL Listed for wet locations.

Unit Accessories

ELA OSL
Outdoor Step Light

Catalog Number

Notes Type

Emergency

Housing color

(blank) Bronze

  Fixture

OSL Outdoor step light

ELA

Family

ELA

OSL

Sheet #: ELA OSL               RAUE - 150

For shortest lead times, configure product using standard options (shown in bold).
Example: ELA OSL

ORDERING INFORMATION



ELA OSL Outdoor Step Light

DIMENSIONS
 All dimensions are in inches (centimeters).

© 2002 Acuity Brands Lighting, Inc., Rev. 12/20/07Sheet #: ELA OSL
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10-1/2"
(26.7)

5-3/8"
(13.7)

3-1/4"
(8.3)

1-5/8"
(4.1)

3-1/4"
(8.3)

3/4"
(1.9)



SPECIFICATIONS
CONSTRUCTION

Aluminum with matte white finish on exposed surfaces.

Mounts recessed into 5-3/4" diameter opening in wall or ceiling.

Gimbal suspension provides aiming through 70o tilt and 359o rotation.

4-inch standard box and "T" retainer clips included.

MOUNTING

Mounts  recessed into 5-3/4" diameter opening in wall or ceiling.

LAMP

PAR36 sealed-beam lamp included.

Front-relamping: remove two screws in trim to access lamp housing.

DIMENSIONS

Single: 8-1/4"W x 5-1/4"D.

Unit Accessories

ELA RG
Recessed Gimbal

ORDERING INFORMATION

SPECIFICATIONS
CONSTRUCTION

Aluminum with matte white finish on exposed surfaces.

Gimbal suspension provides aiming through 70o tilt and 359o rotation.

4-inch standard box included.

MOUNTING

Mounts on wall or ceiling.

LAMP

PAR36 sealed-beam lamp included.

Front relamping: remove two screws in trim to access lamp housing.

DIMENSIONS

Single: 7-7/8" W x 4" D.

Unit Accessories

ELA SG
Surface Gimbal

ORDERING INFORMATION

Family

ELA N0806 8W/6V incandescent
PAR36 sealed-beam

N1212 12W/12V incandescent
PAR36 sealed-beam

N1812 18W/12V incandescent
PAR36 sealed-beam

N2512 25W/12V incandescent
PAR36 sealed-beam

ELA

H0806 8W/6V halogen PAR36
sealed-beam

H0812 8W/12V halogen PAR36
sealed-beam

H1212 12W/12V halogen PAR36
sealed-beam

Lamp type

Fixture

SG Surface gimbal

ELA

Family

ELA

Fixture

RG Recessed gimbal

RG

SG

N0806 8W/6V incandescent
PAR36 sealed-beam

N1212 12W/12V incandescent
PAR36 sealed-beam

N1812 18W/12V incandescent
PAR36 sealed-beam

N2512 25W/12V incandescent
PAR36 sealed-beam

H0806 8W/6V halogen PAR36
sealed-beam

H0812 8W/12V halogen PAR36
sealed-beam

H1212 12W/12V halogen PAR36
sealed-beam

Lamp type


















































































































































































































































































































































