278mm
[10.9]

Maximum Weight - 65 Ibs.

1 ALUMINUM HUSK

ZINC PLATED RODS

PF OPTION

CHA

ALUMINUM COVER

IN OPTION

ALUMINUM
HOUSING

PRISMATIC
REFLECTOR

[Ilumibay®

Industrial

Indoor

[23.3]1
RING ASSEMBLY (OPEN OPTICAL)
SHEET-METAL DOOR ASSEMBLY
(ENCLOSED OPTICAL)
ILB _ -
ILB 70DMH 12 C
Tt T
I |
LUMINAIRE Source and Wattage VOLTAGE OPTICS OPTICAL
ILB = ILLUMIBAY | | MEDIUM BASE 12'=120 VOLT W =6611 (WIDE) MOUNTING
70DEM = 70W Electronic MH 20 =208 VOLT N = 6612 (NARROW)| [H = Husk Only
70DMH = 70W Metal Halide 24 =240 VOLT D = 6613 (WIDE) G = Rods & Rings
70DMP = 70W Metal Halide 27 =277 VOLT
10DEM = 100W Electronic MH 34 = 347 VOLT
10DMH = 100W Metal Halide AV= AUTO SENSING 208-240-277V ——
10DMP = 100W Metal Halide MT = MULTIVOLT Optical
15DEM = 150W Electronic MH (120, 208, 240, 277V UL) Configuration
15Bmg = :58\‘/’\/" o MA = MULTIVOLT PREWIRED (120V) | |© = Open
5 =15 MB = MULTIVOLT PREWIRED (208V) | |E = Enclosed

ORDERING INFORMATION:

17DMH = 175W MH"
17DMP = 175W MH"

MOGUL BASE

175MH = 175W Metal Halide'

175MP = 175W Metal Halide'

175PM = 175W Pulse MH?

250MH = 250W Metal Halide'

250MP = 250 Metal Halide'

250PM = 250W Pulse MH?

250PP = 250W Pulse MH?

320PM = 320W Pulse MH?

320PP = 320W Pulse MH?

32PME = 320W Electronic Pulse MH?
32PPE = 320W Electronic Pulse MH?
350PM = 350W Pulse MH?

350PP = 350W Pulse MH?

35EPM = 350W Lin. Reactor Pulse MH?
35EPP = 350W Lin. Reactor Pulse MH?
40EPM = 400W Lin. Reactor Pulse MH?
40EPP = 400W Lin. Reactor Pulse MH?
400MH = 400W Metal Halide'

400MP = 400W Metal Halide'

400PM = 400W Pulse MH?

400PP = 400W Pulse MH?

COMPACT FLUORESCENT

470CF = (4) 70W CFL
657CF = (6) 57W CFL
257CF = (2) 57W CFL
270CF = (2) 70W CFL

112CF = (1) 120W CFL

MC = MULTIVOLT PREWIRED (240V)
MD = MULTIVOLT PREWIRED (277V)
VT = MULTIVOLT

(120, 277, 347V CUL)

" NOT AVAILABLE FOR SHIPMENT IN US
DUE TO EISA 2007 LEGISLATION.
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HOLOPHANE®

LEADER IN LIGHTING SOLUTIONS

An Scuity BrandsCompany
©2010 ACUITY BRANDS LIGHTING, INC. ALL RIGHTS RESERVED |

Finish
K = Black Paint
L = Satin Nickel
W = White Paint

THIS DRAWING, WHEN APPROVED, SHALL BECOME THE COMPLETE

SPECIFICATION FOR THE MATERIAL TO BE FURNISHED BY HOLOPHANE

ON THE ORDER NOTED ABOVE. A UNIT OF SIMILAR DESIGN MAY BE
SUPPLIED, BUT ONLY AFTER APPROVAL BY THE CUSTOMER IN

WRITING. ON POLE ORDERS AN ANCHOR BOLT TEMPLATE PRINT WILL
BE SUPPLIED WITH EACH ANCHOR BOLT ORDER TO MATCH THE POLE
PROVIDED. THIS PRINT IS THE PROPERTY OF HOLOPHANE AND IS

LOANED SUBJECT TO RETURN UPON DEMAND AND UPON EXPRESS
CONDITION THAT IT WILL NOT BE USED DIRECTLY OR INDIRECTLY IN

ANY WAY DETRIMENTAL TO OUR INTERESTS, AND ONLY IN
CONNECTION WITH MATERIAL FURNISHED BY HOLOPHANE.
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