Max. Weight: 80 Ibs.  Max. EPA: 2.26 sq.ft.

DESCRIPTION

The Washington Postlite Luminaire is styled to replicate
the acorn luminaires that lighted streets in the first half of
the 20th century. Designed for superior light control, ease
of installation, and maintenance, the Washington Postlite
has a precision prismatic glass optical system for true
street lighting performance as well as beauty.

OPTICAL ASSEMBLY

The optical assembly is a precisely molded thermal
resistant borosilicate glass reflector and refractor. The
upper portion of this system incorporates a series of
reflecting prisms that redirect over 50% of the upward
light into the controlling refractor while allowing a soft
uplight component to define the traditional acorn shape.
Two decorative aluminum top cover options are available.
The lower portion uses precisely molded refracting
prisms to control the distribution of light to maximize
utilization, uniformity, and luminaire spacing. The very top
of this assembly is a removable spring loaded prismatic
glass cover with decorative finial for toolless entry into
the lamp chamber. Three unique optical assemblies are
available, designed for IES type lll, type IV, and type V
distribution.The Lunar Optics assembly (IESNA cutoff) is
standard. It consists of an aluminum plate and anodized
reflector to restrict the intensity at the critical angles.
LUMINAIRE HOUSING

A decorative leaf style cast aluminum luminaire housing,
cradles the optical assembly and provides an enclosure
for the plug-in electrical module. The nickel plated lamp
grip socket and the three station incoming line terminal
block are prewired to an electrical disconnect receptacle
for ease in connecting the electrical module. A slipfitter
will accept a 3 inch high by 2-7/8 inch to 3-1/8 inch O.D.
pipe tenon.

ELECTRICAL MODULE / LUMINAIRE HOUSING

DOOR

The decorative leaf style cast aluminum housing door
contains the ballast components and is held in place by a
hinge and latch. An electrical plug connects to the
receptacle in the luminaire housing to complete the
wiring. The housing door has a hinge and latch mounted
to it so as to allow for tool-less luminaire entry.




